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MECHANICAL EXCELLENCE 
HAS BEEN A PRIME CON¬ 
SIDERATION, BUT- 
APPRECIATING THE IMPOR¬ 
TANCE OF UTILIZING THE 
NATURAL SOURCES OF SUP¬ 
PLY ONLY ITEMS OBTAIN¬ 
ABLE THROUGH REGULAR 
AUTOMOTIVE JOBBERS HAVE 
BEEN INCLUDED 
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AKING “Ford Service the Nearest Service ” is an ac¬ 
complishment which only the few who have been 
concerned in the development will ever fully appre¬ 
ciate. It is the result of twenty years of hard work 
and study. One ol the main fundamentals upon 
which the success of the tremendous chain of Ford 
Service Stations depended—and still depends—is the employment of 
modern methods designed to accomplish the desired results with the 
least expenditure of time and effort. 

It is acknowledged that the success of the Ford Motor Co. is largely 
based upon production methods on a scale previously unthought of, 
made possible through the use of time and labor-saving machinery. 
It is not surprising, therefore, that the equipment of the Ford Service 
Stations has been of such vital interest to the Ford Motor Co. 

The Ford Clinics have been of incalculable value to Ford Dealers 
and authorized Ford Service Stations, and the publication of this 
book fills a long-felt want in gathering together under one cover the 
Service Equipment which is represented at the Ford Clinics. 

Obviously, it would not only be impractical, but would fail in its 
purpose entirely because of bulk, if an attempt were made to include 
every item of merit which is at the present time on the market for 
use in Ford Service Stations. It is not intended to imply that the 
selections which have been made comprise the only equipment 
which is mechanically good. The idea is to boil down to a workable 
basis the main items of service equipment which are of primary 
importance to the Ford Service Station. 







































































For Repairing Ford Generators and Starting Motors 


T HE Allen Test Stand operates from the light 
socket and makes absolutely accurate tests. 
Indefinite service can be expected from this simple 
and durable equipment. All switches and dials are 
labeled and conveniently grouped. 

The Complete Assembly includes: General Elec¬ 
tric Motor; high-grade Jewell Ammeter with zero 
adjustment; Laminated Growler; Generator Clamp, 
Coupling and Power Pulley; Test Lamp with Shade; 
Battery Switch; Extension Cord; Battery Wires— 
five feet long, of heavy flexible cable with large 
lead-plated battery clips; standard six-volt Cutout; 
Cutout Test Block; Starting Motor Torque Test. 


Wiring reinforced with rubber tubing where wear 
occurs, and terminals fastened under screws. All 
joints soldered and taped and enclosed in a metal 
box on rear of instrument board. Dark blue lacquer 
finish, with all exposed parts nickel plated. 

A-21 Complete, including Starting Motor Torque 
Test, without Growler. Any commercial voltage or 
cycle, A. C. or D. C., including 32 volt. Price... $ 80.00 


A-20 Complete as above with Growler, alternating 
current, 110 or 220 volt, any cycle. Price. 


90.00 


A-22 Complete as above, direct current, 32, 110, 220 

volt with Growler. Price. 105.00 

Specify voltage and cycles and whether A. C. or D. C. 
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Allen Gap Gauge A-25 


Ten-foot leads included. 

A-40 Complete (less Ford parts). Price.$45.00 

A-41 Complete (with Ford parts). Price. 6i 


HTHE Gap Gauge is first set on the end of the 
transmission shaft and the magnets are checked 
for height, the high ones being tapped down and 
tightened up until they are all of the same height. 


The Gap Gauge is then clamped to the face of the 
crank shaft, while the coil assembly is temporarily 
held in place. The space between the end of the 
gauge and the face of the coils (check with feelers) 
is equal to the thickness of the shims that should be 
behind the coil assembly. The Gap Gauge is left in 
place until these shims are installed, because the 
gauge should just touch the coils all around. In 
case the coil assembly is sprung, small shims can be 
placed under the pads to bring it straight. 

A-25 Allen Gap Gauge. Price. ,.$9.50 


Allen Coil and Magneto Tester A-40 


A MAGNETO-TYPE Coil Tester is the most 
used piece of equipment in the Ford Service 
Station. This is the standard system of testing 
Ford Coils—as used in the Ford Factory and 
Branches. With the Allen Coil Tester you can 
adjust the coil without removing it from the tester. 
You turn the crank, watch the dials and make the 
adjustment all at the same time. Saves half the 
time usually required. Note the Spark Plug testing 
attachment. 
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1st. Assemble 
Magneto 


2nd. Adjust 

Air Gap 


Special square shaft fur¬ 
nished so magneto may be 
tested when flywheel is 
attached to transmission. 
A-60 Complete. Price. . . $15.00 


Allen Magneto Tester A-60 


T^HE Allen Magneto Tester is of 
vital importance if you are to build 
up an engine with the certainty that 
the job will be right when completed. 


3rd. Crank and Take Reading 


Allen Growler A-30 



T^HE Allen Growler is an instrument used to 
locate shorts, open circuits and grounds in 
Generator and Starting Motor Armatures. 

The Allen A-30 Growler is designed to meet the 
needs of the average service station for a compact 
instrument at a reasonably low price, capable of 
locating trouble in defective armatures of all the 
more common sizes. 

When used with our A-61 Meter, the combination 
further provides for the critical inspection of re¬ 
paired and rewound armatures, locating misplaced 
and reversed coils, partial shorts, etc. 

When ordering, specify voltage and cycles. 

A-30 Complete, as shown with Test Points and Exten¬ 
sion Cord with Two-Piece Plug ready to screw into 
light Socket. Price.$15.00 


Operates on alternating current only. Any standard 
electric light bulb can be used 







































































Allen Tool Kit A-15 



'T^HE Tool Kit which is illustrated contains all 
tools and fixtures for performing the following 
operations: 

Driving the pin from the pinion. 

Pulling the pinion and bearings. 

Replacing the field winding assembly in generator 
and starter. 

Removing whole or broken bearings from the 
generator bonnet. 

Removing, replacing and reaming the lead bush¬ 
ing in the starting motor bonnet. 

% 


Sanding-in the brushes of generator and starting 
motor. 

Assembling the generator and driving a new pin 
in the pinion. 

Removing Bendix from bent shaft. 

As these are all essential tools it is recommended 
that the complete kit be purchased but the special 
tools for individual operations and for replacements 
to the kit can be supplied separately. 

$45.00 





A-15 Complete Kit in Tool Box. Price 







































































Allen Special Ford Tools 

Developed by the Allen Electric Manufacturing Company 
for Specific Operations 


A-3. Allen Brush Sander. For both generator and 
starter brushes. Price. 3.75 


A-4. Pole Screw Punch. Center punch to lock pole 
screws (Ford No. 5113). Price.15 


A-7. Pole Piece Double Gauge. For checking inside 
diameter of the poles. Price. 7.00 


A-8. Pole Screw Driver. For tightening pole screws 


(Ford No. 5113). Price. 1.75 

Blade only. Price. 1.00 


A-9. Pole Piece Spreader. To force poles into place. 

Price. 9.50 


A-10. Bearing Driver. For driving large bearing (Ford 
No. 5122) also oil thrower (Ford No. 5127). Price.60 


Ball-Bearing Puller A-l-D. Pulls small generator 
bearing when same remains in bonnet. This 
includes key for holding jaws in position under 
strain. (Ford No. 5121). Price.$1.75 


A-5. Third Brush Wrench. Fits both old and new 
generators. Will adjust with brush in the most 
advanced position. Price, each.20 


A-6. Brush Lifter. Used in pairs. One raises the spring 
while the other lifts out the brush by the pigtail. 
Price, per pair.25 


A-l. Bonnet Fixture Group. Price. 


$7.50 


A-ll. Bench Plate. To support generators, starter 
motors or armatures for repair and assembly opera¬ 
tions. Price. 1.75 


A-2. Combination Bearing and Pinion Puller. Pulls 
generator pinion (Ford No. 5137) and large bearing 
(Ford No. 5122), small bearing (Ford No. 5121). 

Price. 5.50 
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Consisting of the following: 

Guide Plate A-l-E. Price. 150 

Lead Bearing Puller A-l-A. For front starter 

bushing (Ford No. 5106). Price. 2.00 

Lead Bearing Driver A-l-B. For new front starter 

bushing (Ford No. 5106). Price. 1.00 

Lead Bearing Reamer A-l-C. For front starter 
bushing (Ford No. 5106). Price. 1.75 


A-l2. Outer Race Puller. To remove outer race of small 
bearing (Ford No. 5121) when it sticks in the bonnet. 

Price. 3.50 

A-13. Pinion Pin Punch. To drive out pinion pin (Ford 
No. 5136). Price.35 

A-14. Allen Bendix Puller. To remove a bendix from a 
bent shaft. Price. 3.50 
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In order to avoid making this Manual too bulky, we have not attempted to give details 
regarding every item of this line. 

For further detailed information ask your jobber’s salesman, or write to 

ALLEN ELECTRIC MANUFACTURING COMPANY 
Detroit, Michigan 





























































































FORD POWER! 
BLACK & DECKER POWER! 


ONSIDER the Ford car, truck and tractor, not 
only as transportation units, but as power units 
for sawing wood, driving threshing machines, 
road rolling, pulling the plough, the harrow, and 
a dozen agricultural implements, for loading machines, for 
individual dump carts, baggage trucks, industrial trucks, 
and for a thousand other purposes. 



Ford distribution represents about one-half of the total car 
and truck registration, and this gives other manufacturers 
the opportunity of building their equipment so that it can be 
driven by the “Universal Car.” 


Black & Decker Portable Electric Drills have a similarly 
large percentage of the total in use in the automotive trade. 
This being the case, most of the attachments that other 
manufacturers have evolved, which can be driven by a portable 
electric drill, have been designed for the Black & Decker 
Portable Electric Drill. 
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Black & Decker Quarter-Inch Portable Electric Drill 

“ With the Pistol Grip and Trigger Switch” 



Quarter-Inch Drill $28.00 

Operates on Direct or Alternating Current 


l# 


D RILL complete with three-jaw geared chuck 
for straight-shank drill bits up to 34 inch, 
7J4 feet °f special lightweight duplex electric cable 
fitted with attachment plug. 

A special all-purpose portable electric drill em¬ 
bodying all of the time-tested and proven features 
of the larger Black & Decker portable drills, includ¬ 
ing the “ Pistol Grip and Trigger Switch ,” aluminum 


case and switch handle, special alloy steel gears 
heat-treated, grease lubrication, extra large bear¬ 
ings, ball thrust bearing, air cooling, universal 
motor, etc. 


No-load speed.2,000 R.P.M. 

Net weight.5 lbs. 

Price for 110 volts.$28.00 

220 or 32 volts. 32.00 


Black &, Decker Grinding Outfit 


Black & Decker Bench Drill Stand 




Grinding Outfit, $3.00 

T HE Black & Decker Quarter-Inch Drill can be 
used as a small bench grinder for sharpening 
drill bits, chisels, and doing other light grind¬ 
ing. Stand in which this drill can be quickly 
and easily fastened, grinding wheel and arbor, 
extra.23.00 


Bench Drill Stand 
for Quarter-Inch 
Black & Decker 
Drill as illus¬ 
trated.$12.00 


As a power unit for driving: 

Fleming Carbon Brushes. 

Fleming Valve Guide 
Cleaners. 

Fleming Battery Repair 
Outfit. 

Fleming Tire Repair 
Outfit. 

Wire Brush 
Wheels, Grinding 
Wheels, and Rag 
Buffing Wheels. 


For further details ask any jobber s salesman 

















































































T i 

% 






Black & Decker Half-Inch Special 
Portable Electric Drill 

“With the Pistol Grip and Trigger Switch” 


$58.00 

Operates on Direct or Alternating Current 


A GOOD mechanic is a good mechanic regardless of 
^ the trade in which he is engaged. It is not 
surprising, therefore, to find that there are more 
Black & Decker Half-Inch Specials in use in auto¬ 
motive repair shops than any other make. 

This is not an exaggerated statement. You can 
confirm it for yourself by inquiring among your 
friends in the auto repair business. 

Drill complete with combination spade handle 
and breast plate, three-jaw geared chuck for straight- 
shank drill bits up to inch, IS feet of duplex 
electric cable with attachment plug, and detachable 
side handle. 


Capacity in steel.0 to 

Capacity in hardwood.0 to 

No-load speed.475 R.P.M. 

Net weight.15 lbs. 

Price for 110 volts.$58.00 

220 or 32 volts. 62.00 

EXTRA EQUIPMENT 

Feed Screw, extra.$3.50 


CAN BE USED AS A POWER UNIT 

for driving—Hempy-Cooper Main Bearing Boring 
Machine for Fords, cylinder hones and grinders, 
burnishing tools, cylinder reboring machines, etc. 


Bench and Post Drill Stands to fit this Drill are described on page 10 

For further details ask any jobber s salesman 
































































Black & Decker Five-Eighths-Inch 
Portable Electric Drill 

“ With the Pistol Grip and Trigger Switch 99 



THRILL complete with combination spade handle 
and breast plate, three-jaw geared chuck for 
straight-shank drill bits up to % inch, 15 feet of 
duplex electric cable, attachment plug and detach¬ 
able side handle. 


Capacity in steel. Y% to 

Capacity in hardwood. Y to 

No-load speed.475 R.P.M. 

Net weight.22 lbs. 

Price for 110 volts.$72.00 

220 or 32 volts. 76.00 

Feed Screw, extra. 3.50 


THE CORRECT POWER UNIT 
for driving Hutto Cylinder Bore Grinder described 
on page 32. 


$72.00 

Operates on Direct or Alternating 
Current 


Bench and Post Drill Stands to fit this Drill are described on page 15 

For further details ask any jobber s salesman 
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Black & Decker Heavy Duty Bench and 
Post Drill Stands 


Heavy Duty 
Bench Drill 
Stand 

$28.00 


Heavy Duty 
Post Drill 
Stand 

$32.00 


Illustrations show Black & Decker 
Drill Stands complete with Black & 
Decker Portable Electric Drill. 


(See page 7 for illustration of Spe¬ 
cial Quarter-Inch Bench Drill Stand.) 

When Stand complete with Portable 
Electric Drill is desired, this should 
be specified, and price of Portable 
Electric Drill added to price of Stand. 


For further details ask any jobber s salesman. 
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Black & Decker Electric Valve Grinder 


" With 
the 
Pistol 
Qrip and 
Trigger 
Switch” 


Universal Motor Operates on A. C. or D. C. 
iy/T ANUFACTURED in two sizes:The No. 1 is used generally 
in garages, service stations and in many production plants. 
The No. 2, which is a larger, more powerful and much faster 
machine, is designed for use on exceptionally large, heavy valves 
and for production work. 


It embodies the same rug- 
GS ged construction as the Black 

C_~— & D ec k er Electric Drills, is 

air-cooled 'and can be oper¬ 

ated continuously without 
overheating. 

The spindle oscillates back 
and forth with a long, steady 
sweep similar to the motion 
q | i used Siding by hand, but 

ClT 39 very much faster. 

Electric valve grinder is 
complete with 7% feet of 
duplex electric cable, separable attachment plug, de¬ 
tachable bits, box of grinding compound and lift spring. 

No. 1 No. 2 

Net weight.6 lbs. 9 lbs. 

Price for 110 volts, each.$34.00 $64.00 

220 or 32 volts, each. 38.00 68.00 


f 



Black & Decker Six-Inch Bench Grinder 



Not a Universal Motor. Specify whether for Direct or Alternating 
Current and if for Alternating state whether 25, 40, 50 or 60 cycle 


No load speed. 3,600 R.P.M. 

Net weight. .38 lbs. 

Price for 110 volt, 60 cycle A.C . .$38.00 

110 volt, 25, 40 or 50 cycle A.C.42.00 

220 volt, 60 cycle A.C. 42.00 

110, 220 or 32 volt D.C. 42.00 


Twist Drill Grinding Attachment 

B Y means of this at¬ 
tachment straight 
shank and taper 
shank twist drills up to 
5^ inch may be quickly 
and accurately ground. 

This equipment has been 
designed for tool room 
and machine shop use. 

E q”u i p p e d with 
micrometer screw feed. 

No adjustments neces¬ 
sary for grinding differ¬ 
ent diameter twist drills. 

Can be quickly and easily attached to the Six-Inch Bench 
Grinder illustrated above. 

Price complete with cup grinding wheel.$24.00 



/^OMPLETE as illustrated with two grinding 
wheels, one coarse and one fine, two wheel 
guards, two tool rests, electric cable fitted with 
attachment plug and electric switch. 

Size of wheels—6-inch diameter by 3^-inch face 
by J^-inch hole. 


In order to avoid making this Manual too bulky, we have 
not attempted to give details regarding every item of each line. 

For further detailed information ask your jobber’s salesman, 
or write to 

BLACK & DECKER MFG. CO. 

Towson, Maryland 


For further details ask any jobbers salesman. 
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Bear Automatic Wheel Aligner for Fords 



Ford Special” in enamel finish, for Ford cars only $15.00 


TWO INSTRUMENTS IN ONE 


No Adjusting—No Guesswork 
Registers Instantly 



Position for Toe-In 
Toe-In Should Be 34 to % Inch 


AN INSTRUMENT by which both front and 
I*- rear wheels can be properly aligned. Made 
to operate on all style wheels, and balloon tires. 

This instrument handles pitch. Pitch is very essen¬ 
tial and is often neglected. 

Pitch and Toe-In work automatically together and 
both should be correct. 

It detects defective wheels, spindles, bolts, bush¬ 
ings, tie-rods and axles, swung rear end or sprung 
chassis. 

It is so made that it will telescope when com¬ 
pressed and is held in position between the wheels 


Gets Pitch as Well as Toe-In 
Automatic in Operation 



Position for Pitch 

Each Wheel Should Have \}/ 2 -Inch Pitch 

by the compression spring. It can be left in position 
while adjustment is being made for toe-in. 

The dials are very simple so that any man can 
read them—each line on the dial representing 34 
inch on the wheel. The arrows and dials will show 
when the alignment is correct. 

Order from your jobber 


In order to avoid making this Manual too bulky, we have 
not attempted to give details regarding every item of each 
line. 

For further detailed information, ask your jobber’s sales¬ 
man, or write to 

BEAR MANUFACTURING CO. 

Rock Island, Ill. 
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Dearborn Motor Drive Burnishing and 
Running-In Machines 

SPECIFICATIONS U-l A 

Base—Grey iron. Ways accurately machined. 

Bearings—Nongran bronze and nickel babbitt. 

Clutch—Positive internal expanding type. 

Pulley—Balanced, running on nongran bronze bearings. 

Length over all—85". 

Height—36". 

Width—26". 

Size of pulley—10%x223^". 

Weight of pulley—375 lbs. 

Total weight—1,250 lbs. 

Power necessary—15 H.P. 

Pulley speed—450 R.P.M. 

Shipping weight—1,500 lbs. 

U-l A Complete with Sprocket and Chain for attaching to 

motor (Motor not furnished;.$550.00 

U-l Complete with Pulley for Belt Drive. 450.00 

Single Spindle Type 


K 

Util 
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U-4 Fixture for Running-In Fully Assembled 
Tractor with Flywheel 


U-l A Machine Furnished Complete with Sprockets and Chain for Attaching to Motor 


D ESIGNED to burnish the main bearings of 
the Ford model T and Fordson tractor motor 
blocks quickly and accurately, by the use of factory 
methods. The principle of burnishing and running- 
in the bearings of a motor block is far superior to 
the old hand scraping method, which would take 
a skilled mechanic from 8 to 10 hours and result 
in 50 to 60 per cent bearing surface at best. With 
the burnishing and running-in method a 95 per 
cent bearing surface can be obtained by an or¬ 
dinary mechanic in about one hour. 

The base of the Dearborn Universal machine is 
made of one solid casting and all parts are well 
balanced, properly designed and made of the best 
materials. The center of gravity is low and the 
weight sufficient to stand severe strain and reduce 



vibration to a minimum. The machine is equipped 
with two speeds to enable the bearings to be 
burnished at 175 R.P.M. and run-in the bearings 
or assembled motor in oil at 450 R.P.M. 

A test wheel working in unison with the clutch 
enables the operator to determine the stiffness of 
the bearings without removing the block from the 
stand. The internal expanding clutch insures quick 
and positive action at all times. 

The machine is supplied with fixtures for burnish¬ 
ing the Ford and Fordson blocks, but other fixtures 
for running-in the Ford and Fordson blocks in oil 
and for testing the completely assembled motors, 
can be supplied to suit the purchaser’s require¬ 
ments. See price list. 
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Dearborn Fordson Power Unit 
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A-10B Showing Details 





SPECIFICATIONS A-10B 

Frame—Grey iron. 

Bearings—Bronze Oiless. 
Clutch—Fordson with ad¬ 
justable release lever. 
Pulley—8x14" or 8x9". 
Power—Approximately 
22 H.P. 

Speed—Approximately 
1,000 R.P.M. 

Price.$115.00 


T HIS unit adapts the low priced, efficient and 
powerful Fordson Tractor Motor for use as a 
stationary power plant where heretofore expensive 
oil or gas engines have been used, or where it has 
been necessary to use high priced electric power. 

The A-10B was originally designed to serve as a 
source of power for running machinery in garages 
and service stations, where reliable and economical 
power is essential, and for this purpose the unit 
proved to be so successful that other uses soon 
developed. 

It has been found upon thorough investigation 
that there are hundreds of practical uses for the 
Fordson Power Unit—such as crushing, cutting, 


churning, drilling, pulling, pumping and other pur¬ 
poses where 20 horsepower is required. 

The unit is substantially made of best grade grey 
iron. Bronze Oiless bearings are used for the sup¬ 
port of the shaft and pulley. A cast-iron bracket 
is provided as a support for the gas tank and one 
for the support of the front end of the motor. 

The A-10B is easily attached to the Fordson motor 
by means of bolts to the transmission housing and a 
spline coupling engages with the transmission shaft. 

The Fordson clutch is used and a hand lever is 
provided so that clutch may be operated and posi¬ 
tively locked if desired. 


Dearborn Connecting Rod Alignment Jig 


) 



C-2 


T HE C-2 is designed especially for accurately 
testing and straightening Ford and Fordson 
connecting rods. The rods can be straightened 
while in the jig. Due to the fact that the jig is 
made in one solid casting and that there are no 
screws, squares or other loose parts, it is impossible 
to obtain anything but an accurate check. Very 
essential piece of equipment. 

Price.$35.00 
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parts over to a vise, as all the work can be done in 
one place, thus eliminating considerable lost motion 
and time. 

Equipped with heavy grease pan, which catches 
all) grease from the differential housing. Also sup¬ 
plied with a tool tray, which holds the necessary 
tools within easy reach of the operator at all times. 
The extension arm for supporting the propeller tube 
and shaft can be folded neatly against the base 
when not in use, thus saving considerable space in 
the shop. 

The famous “Dixie” Stand is equipped with one 
hinged vise jaw and one swivel vise jaw. 

Heavy construction with cast-steel jaws, built for 
heavy duty. 

Price $60.00 


Dearborn Piston Pin Bushing, Removing 
and Replacing Tool 


T HE M-17 supports the piston at the strongest 
points and enables the wrist pin bushing to be 
removed and replaced without any possible chance 
of distorting or cracking. For use with hammer 
or press. 

Price. $6.50 


Dearborn-Dixie Universal Rear and Front Axle Repair Stand 


AB-5 


Dixie Axle Stand 

AB-5 Holding Rear Axle Assembly 


D ESIGNED from a standpoint of convenience 
and space required. It will hold either the 
rear or front axle assemblies at a convenient height 
where the operator has everything at his finger tips 
and can work quickly and accurately. 

The vise jaws on these axle stands hold the work 
rigid in any position desired so that the mechanic 
can use both hands on his work. They also elimi¬ 
nate the necessity of moving or dragging various 


Dearborn Fordson Motor Work Stand 


H OLDS Fordson 
Motor Block 
in either upside-down 
position or lying on its 
side. All work in tear¬ 
ing down and assem¬ 
bling can be done, as 
well as rebabbitting 
main bearings, etc. 


N-3 Holding 
F ordson 
Block 


N-3 


N-3X Without Pedestal. 

Weight 50 lbs_$8.00 

N-3 With Pedestal. 

Weight 126 lbs. $24.00 
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Dearborn-Ford Unloading Truck 

T-2 



T HE method used by the Ford Motor Company 
in placing the Ford cars into freight cars makes 
this dollie essential for unloading. 

The old method of moving around with crowbars 
and blocks of wood takes considerable time and 
more men. 

Price.$25.00 


Dearborn Ford Truck Emergency 
Wheel Clamp 

E-8 



T HIS device is made to clamp rigidly on the rear 
axle housing of a Ford truck to permit the dis¬ 
abled truck to be towed in easily by using a Ford 
front wheel on the clamp. 

Price.$18.00 


Dearborn Ford Motor Bench Clamp 



F OR holding the Ford block rigidly in the 
inverted position when fitting camshaft or 
crankshaft bearings, reaming main bearings, fitting 
caps, etc. Very useful when used in conjunction 
with the N-5 clamp. 

Price.$16.00 



Dearborn Emergency Wheel Clamp 

E-4 





I N CASE of a broken axle, locked differential or 
other rear end trouble, this device can be clamped 
rigidly on the rear axle housing and wheel put on 
for towing the car. Clamps onto the housing with 
three bolts. It is furnished with standard Ford ball 
race cone, which permits the use of a regular Ford 
front wheel while towing disabled car. 

Price.$10.00 


Dearborn Ford Radiator Test Plug Test 

H-4 



H-2 H-l H-3 


Made of brass and best quality rubber. Radiator 
cap stopper has air valve. All parts can be replaced 
or purchased separately. 

Radiator cap test plug.H-l—$2.00 

Outlet test plug.H-2— 1.50 

Inlet test plug..'.H-3— 1.50 

Set complete.H 4— 5.00 


Dearborn Ford Motor Bench Clamp 



T HE N-S is a very con- 
venient clamp for 
holding the Ford motor 
rigid in horizontal position 
when assembling pistons, 
connecting rods, crank¬ 
shaft, etc. It can also be 
used when assembling mag¬ 
neto and transmission to 
the crankshaft. An efficient 
motor bench can be made 
if N-S is used in conjunc¬ 
tion with the N-2 clamp, one each end. 


Price 


$ 12.00 
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C-10 


Dearborn Main and Connecting-Rod Bearing and Cap 
Fitting Tools for Ford Motors 




Bearing and Cap Fitting Gauge C-9 

HE C-9 Bearing and Cap Fitting Gauge is of 
great value when fitting Ford bearings and caps 
for burnishing, because it eliminates guesswork, 
and saves time. It enables the mechanic to make 
an accurate check and obtain the right amount of 
rock when fitting the crankshaft in the bearings, 
and the bearing caps on the crankshaft. 

When the gauge is inverted in the main bearings 
it will show instantly whether there is any “pinch” 
at the sides and whether the crankshaft will seat 
properly. 

By rocking the cap on the gauge and using an 
ordinary feeler gauge, it is possible to tell just how 
many shims will be necessary to obtain the correct 
amount of rock for burnishing—i. e., from .005 to 
.008 inch. 

Price. $8.00 


Bearing Relieving and Chamfering Tool C-10 

T HE purpose of this tool is to eliminate pinching 
of the crankshaft by relieving the sides of the 
bearing and to chamfer the top edge of the bearing to 
an angle of 45 degrees. It is essential, when fitting 
bearing to burnish and run-in a motor, that the 
crankshaft seats on the lower radius. 

The C-10 Tool is superior to an ordinary hand 
scraper or file for the following reasons: 

1. It saves time. Just a few strokes of the tool 
finishes the job. 

2. It does more accurate work. Relieves the sides 
of the bearings to a uniform depth of approximately 
inch, or past center. 

3. It eliminates danger of damaging or marring 
the bearing. 

4. It chamfers the edge of the cap to a 45-degree 
angle. 

The cutter of the tool is made of high-speed tool 
steel, and accurately machined. The handle is flat 
drawn steel, conveniently shaped. 


Price. $2.50 



Bearing Filleting Tool C-11 



T HE C-ll Bearing Filleting Tool is another Dearborn time saver, 
designed to fillet the ends of main bearings on a Ford Model “T” 
Block quickly and accurately. 

Motor mechanics know that often many minutes are lost filing or 
scraping the fillets on the ends of the main bearings after the block has 
been re-babbitted; also that filing with a rasp has a tendency to loosen the 
bearing in the anchor holes. 

The main guide of the tool is made of accurately machined steel, 
and is formed to the exact size of the crankshaft. A hole is drilled 


through the guide from end to end, in which the cutter spindle turns. 

The facer has eight blades, accurately ground to x /l ~inch radius. 
Made of high-speed steel. Equipped complete with “T” handle. 
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Dearborn All-Position Motor Stand 


AC-3 

D esigned to hold the 

Ford motor at a conven¬ 
ient height, and in all necessary 
positions so that it is accessible 
from all sides and the mechanic 
can work quickly and accu¬ 
rately. The stand is so con¬ 
structed that the completely 
assembled motor is held rigidly in any one of five 
positions in the vertical plane and eight positions in 
the horizontal plane. The motor may be torn 
down or assembled without removing from the 


stand. 


All motor work is done in one place, thus elimi¬ 
nating considerable lost motion and time. 

A tray is provided at a convenient height for hold¬ 
ing tools, valves, bolts, etc., so that they are within 
easy reach at all times and will not be lost. 


Price 


$48.50 


Dearborn Transmission Reaming 
Machine 

L-2 



D ESIGNED to ream all the Ford transmission 
bushings quickly and accurately. The drums 
are aligned by holding them by the hubs instead of 
by the outside, which insures absolute accuracy. 
Three adaptors are supplied which will handle all 
the Ford drums including the triple gears. 

This jig insures that the bushing is reamed in the 
exact center of the drum and perpendicular to its 
face. 

Can be bolted to a bench for handwork or to 
the table of a drill press for operation by power. 

Four reamers of special hardened steel, spiral 
flute, supplied in a neat box with each machine. 

Reamers and arbors are furnished with No. 3 
Morse Taper Shanks and Sockets. 


Price complete with Reamers. $75.00 

L-2 A without Reamers. 48.00 


Dearborn Bushing Extractor 



Dearborn Ford Transmission Drum 
Support 

M-13 



T HIS bushing extractor removes bushings under 
one inch in diameter. 

Also is adapted for removing all bushings on 
Ford cars excepting three large bushings in trans¬ 
mission. 

Price.$6.50 


T HIS support holds the Ford transmission drums 
so that there is no danger of cracking when 
removing and replacing the bushings. Can be used 
to good advantage on arbor press or on work bench. 
Recommended for use with bushing drivers. 


Price. 


$2.50 





























































Dearborn Transmission 
Band Wrench 

E-3 

F OR clamping the three 
bands in the center when 
assembling Ford transmissions. 
The pedal shafts are slipped to 
rest in the notches of the clamp. 

Length of wrench—17 inches. 

Price. $3.25 


Dearborn Ford Combination Sleeve Puller 


Dearborn Transmission Band Holding Clip 

E-2 

Used for keeping bands in 
center of Ford transmission 
while adjusting nuts. 

Price. $0.25 



Dearborn Ford Camshaft Bearing Parter 




F OR removing the roller bearing 
sleeve from Ford rear axle housing. 
Prevents injury to the sleeve. It can 
be used for both ends of the housing. The combina¬ 
tion makes it possible to use this puller when the 
shaft is either in or out of the housing. 


B-12 


Price 


$7.00 


Dearborn Universal Utility Puller 




AT7TTH the use of this tool the camshaft bear- 
* * ings can be easily split apart. This method 
has long been in use by the manufacturer. Elimi¬ 
nates any possibility of the bearing being mutilated 
by chiseling or sawing it apart. 

Price.$3.00 


Dearborn Ford Pinion Puller 

B-7 B 



T HIS puller enables the mechanic to remove a 
drive pinion gear quickly and without danger of 
damage to the gear or shaft. Will also pull Ford 
high speed transmission gear. 

Made entirely of steel, accurately machined, and 
constructed so that none of the parts can be lost. 
Provided with floating screw so that it can be hit 
with hammer to jar loose without stripping the 
thread. 

Price.$6.00 


B-10 having three arms is designed for pulling 
timing gears (see illustration), generator gears, bear¬ 
ings, and gears up to 6 inches; also with B-4C 
adapters the drive shaft sleeve. 


Price.$6.00 

34C Adapter.$2.50 


B-ll having four arms will pull the universal joint 
using two arms, also generator gears, bearings and 
gears up to 5% inches. It will also pull the drive 
shaft sleeve (see illustration). 

Price. 


Dearborn Ford Truck Sleeve Puller 

B-13 

Similar in con¬ 
struction to B-12, 
but designed to 
remove the roller 
bearing sleeves 
from the Ford truck rear axle housing. 

Price.$9.00 



$7.50 








































































Dearborn Testing Bars and Bending Irons 

R-l, 3, 4, 5 and 6 




Dearborn Fordson Tractor Standards 

F OR holding the tractor 
to remove the rear wheels 
and housings and to hold 
the gear case when removing 
the motor. The support has 
proved very useful for rais¬ 
ing tractor from floor. 



No. R-l—For straightening and tipping Ford front 


axles. Length—54 inches. Price.$5.50 

No. R-3—For connecting rods, lamp brackets, fender 
irons, etc. Price. 2.50 

Nos. R-4 and R-5—For testing friction of Ford and 
Fordson bearings: for turning crankshaft when trans¬ 
mission is assembled on Ford motor. 

Price.$2.25 

No. R-6—For bending Ford pedals. Price 2.00 



Dearborn Band and 
Facing Riveter 


Universal R-11A 

T HIS machine is designed to 
cut out the old brake linings 
or transmission linings, and to re¬ 
rivet the new linings—using split 
or tubular rivets. 

R-l 1A—Price.$20.00 

R-l IB—Operated by foot power 25.00 


Dearborn Differential Clamp 

N-4 



H OLDS the differential assembly rigid in con¬ 
venient position for assembling or disassem¬ 
bling, and eliminates marring or distorting. 

Price.$4.00 


Dearborn Surface Plates 

F-l, F-2 



T HESE plates can be used for testing bearing 
caps, wrist pins, ring gears, and other parts 
which need to be accurately checked. 

The Dearborn Surface Plates are seasoned, ac¬ 
curately machined, and hand scraped. 


F-l—8 x 10 inches. Price.$ 9.00 

F-2—12 x 16 inches. Price. 15.00 


In order to avoid making this Manual too bulky, we have 
not attempted to give details regarding every item of each 
line. 

For further detailed information, ask your jobber’s sales 
man or write to 

DEARBORN EQUIPMENT CO 
Kalamazoo, Mich. 
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Fleming Wire Wheel Brush 


Fleming Carbon Removing Brush 


Set of 6 Brushes with Holder.$5.00 

Single Brush with Holder. 1.50 

Refill Brushes, each.75 

Holders, each.75 


T HE Fleming 4-inch Wire Wheel Brush, driven 
by the Black & Decker J^-inch Portable Electric 
Drill, mounted on the special stand, provides a fast 
and thorough method of cleaning carbon from valves. 

It may also be used for many other purposes, 
such as buffing tubes, cleaning tire rims, spring 
leaves, removing rust from parts, etc. 


4" Wire Wheel Brush.$2.50 

Arbor for 4" Brush.75 

Stand for Black & Decker Drill. ... 1.00 


Designed for use with the 
Black &? Decker Quarter- 
Inch Portable Electric 
Drill 


T HE Fleming Carbon Removing 
Brush, revolving at 2,000 R.P.M. in 
the 34-i nc h Black & Decker Drill, cleans 
cylinder heads, tops of pistons and valve 
ports in a fraction of the time required 
by hand scraping, and does a far better 
job. 

Stiff enough to remove the hardest car¬ 
bon, yet does not injure the metal; leaves 
a clean, burnished surface. 

Made of tempered steel wire with hol¬ 
low center, to prevent clogging and for 
cleaning valve ports. 

The holder is so constructed that it 
may be refilled with a new brush by 
simply removing a nut. 


Cleaning Valves 
with the Fleming 
TV i r e Wheel 
Brush and Black 
Decker Quar¬ 
ter-Inch Portable 
Electric Drill 


* 


I 
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Fleming Valve Guide Cleaner 






Designed for Black 
& Decker Quarter- 
Inch Portable Elec¬ 
tric Drill 



T HE Fleming Valve Guide Cleaner thoroughly 
cleans valve guides without removing any metal 
from the guide walls. A few strokes up and down 
with this tool in a 34-inch Black & Decker Drill 
leaves a clean, polished surface on the guide wall. 
The time required is so small that the practice of 
cleaning all guides should be made a part of every 
valve-grinding job. It will prevent sticking valves 


and will remove any grit that may cause stem and 
guide wear. 

Made of spring wire, set spirally about a shank, 
and expanded to give tension on the guide wall. 
Six sizes: He, A, He and % inch. (Each 

good for 1^2 inch over rated size.) 

Price—all sizes, each $1.00. 


Fleming Combination Carbon Cleaning Outfit 


Designed for 
Black & Deck¬ 
er Quarter- 
Inch Portable 
i Electric Drill 



H ERE is an outfit to do a complete carbon 
cleaning job. Contains six carbon brushes 
with holder, for cleaning cylinder heads, tops of 
pistons and valve ports; set of six valve guide 
cleaners for cleaning valve guides; 4-inch wire 
brush with arbor and stand to hold 34-inch 
Black & Decker Drill, for cleaning valves and 
other parts. All contained in handy wood box. 
Combination Carbon Cleaning Outfit, complete. .$14.00 


In order to avoid making this Manual too bulky, we 
have not attempted to give details regarding every item of 
each line. 

For further detailed information, ask your jobber’s sales¬ 
man or write to 

FLEMING MACHINE CO. 

Worcester, Mass. 
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Forest Automotive Electrical Service Equipment 




Price 

$130.00 

155.00 

140.00 

* 

155.00 

155.00 

155.00 

* 


Unitron Six-Six 

D esigned for fill¬ 
ing stations, small 
garages and car- 
agency service stations, 
recharging just a few 
batteries a day. 

Charges from one to 
six 6-volt batteries or 
their equivalent at six 
amperes or less. Oper¬ 
ates from a lamp socket, 
standing on floor, charg¬ 
ing bench or shelf. Same 
general advantages as the 
Unitrons Nos. 1 and 2. 


PRICES ARE 
Complete with Bulb 


Voltage 

Frequency 

Bulb Typet 

Price 

110 

60 

X or Y 

$ 90.00 

110 

40 

X or Y 

95.00 

110 

25 

X or Y 

100.00 


Explanatory Note— 

Bulb type X—Tungar No. 189048 or Rectigon No. 289414 
Bulb type Y—Tungar No. 189049 or Rectigon No. 289416 


Unitron No. 1 


F OR garages and 
battery service 
stations. Charges 
f rom one to fifteen 
six-volt storage bat¬ 
teries of six amperes 
or less. Fractional 
control of charging 
rate. Mounted on 
wall or charging 
bench;outoftheway. 
Requires no floor 
space. Complete, 
ready for attachment 
to alternating cur¬ 
rent line 


PRICES ARE 


Complete with Bulb 


Voltage 

Frequency 

Bulb Type 

110 

60 

Y 

110 

25 

Y 

110 

40 

Y 

no 

125 

Y 

220 

60 

Y 

220 

40 

Y 

220 

25 

Y 

220 

125 

(♦Prices on 

Y 

application) 


Unitron No. 2 



F OR large garages 
and city battery 
service stations. 
Practicallytwo 
charging outfits in 
one, but using a single 
transformer. Two 
separate controls, 
two bulbs, two am¬ 
meters and two snap 
switches. One side 
can be operated in- 
dependently. A 
twelve-ampere rec¬ 
tifier, equivalent to 
two six-ampere single 
Unitron rectifiers. 


Will charge double the number of batteries at the same rate or 
the same number of batteries at double the rate as a Unitron 
No. 1. 


PRICES ARE 
Complete with Two Bulbs 


Voltage Frequency 

220 60 cycles 

220 40 

220 25 


Bulb Typef 

Price 

Y 

$220.00 

Y 

235.00 

Y 

245.00 


Portostat 



T 


■*HE Portostat is a 
complete electrical 
testing instrument. 
There is no automotive 
electrical ailment that 
cannot be instantly diag¬ 
nosed with the Portostat. 
Labor, overhead, and 
time are reduced to a 
minimum and profits are 
proportionately in¬ 
creased with the use of 
the Portostat. The fol¬ 
lowing are a few of the 
troubles which can be 
instantly located with 
this equipment: Condi¬ 
tion of battery, charging 
rate of generator, starting load, short circuits, open circuits 
and faulty wiring. 


Price 


$60.00 


In order to avoid making this Manual too bulky, we have 
not attempted to give details regarding every item of each 
line. 

For further detailed information, ask your jobber’s sales¬ 
man or write to 


FOREST ELECTRIC CO. 


New and Wilsey Sts., Newark, N. J. 

































































A MACHINE for boring the main bearings in Ford cylinder blocks. Adjustable 
to worn crank shafts. All three bearings are bored with one continuous operation 
in straight alignment. A gauge for correctly setting the cutting tools; also a socket 
for operating with one-half inch electric drill are furnished with each machine. 


Model C-l for Ford Cars. .$105.00 

Model C-2 for Fordson Tractors . . . . . 130.00 


Hempy-Cooper Jigs for Rebabbitting 
Main Bearings 


A SIMPLE, practical tool for babbitting the bearings in a 
Model T Ford cylinder block. 

Do not preheat this tool. 

So easy to operate, a ten-year old boy can cast good bearings 
with it. Shears off like a jack knife. 


Model H-4 for Ford Cars.$37.50 

Model H-40 for Fordson Tractors. 42.50 


A SIMPLE compact combination 
that melts the babbitt ready 
for pouring while it removes 
the old bearings from the cylinder 
block. Properly fo¬ 
cused, the burner will 
remove an old bearing 
in 40 seconds, leaving 
a dry, clean surface 
for new one. 


Model C-l7—As shown. 

Price.$25.00 


Model C-l8—Without Torch. 
Price. 15.00 


Hempy-Cooper Main Bearing Boring Machine 

for Ford Cars 


Hempy-Cooper New Style 
Combination Babbitt 
Furnace and 


Torch 


In order to avoid making this Manual too bulky, we have 
not attempted to give details regarding every item of each 
line. 

For further detailed information, ask your jobber’s sales¬ 
man or write to 

HEMPY-COOPER MFG. CO. 

Kansas City, Mo. 
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Hinckley-Myers 17, Universal Axle Stand 

Furnished Complete with Grease Pan and Pedestal 


Hinckley-Myers 18, Rear Axle 
Installing Truck 

T HE use of this truck makes the removal and replacement of 
rear axles a one-man job. It is a particularly valuable piece 
of equipment when it is necessary to transport an axle job to 
different parts of the shop. 

Standard has ratchet adjustment. Will accommodate prac¬ 
tically any car axle. 


Hinckley-Myers 19, Combination Arbor and 
Straightening Press 


Furnished 
With or 
Without 
Dial 

Indicator 


'’"pHE Hinckley-Myers Universal Axle Stand will hold either 
| front or rear axles of any car and will prove one of the most 
valuable pieces of equipment in any shop. 

Price.$60.00 


Hinckley-Myers 43U, 
Connecting Rod and 
Piston Aligner 

T HE Hinckley-Myers Connecting 
Rod and Piston Aligner will en¬ 
able any mechanic to accurately 
test, align and straighten connecting 
rods and pistons. 

Furnished with 4 sizes of bushings 
Price .$35.00 


W ILL straighten all known types of crankshafts and cam¬ 
shafts up 2^4-inch diameter, as well as accommodate 
practically any class of arbor presswork, such as pressing 
on or off sleeves, gears, bushings, etc. 

Price, with Indicator.$99.00 
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Hinckley-Myers TU-1 “Timesaver” 
Box Unit 


W ITH this collection of special tools the time on rear axle 
repair work can be reduced more than half. 

Illustrations of each tool are shown on other pages. 
Any item can be purchased separately. The most economical 
and practical way, however, is to purchase the complete outfit. 
You then have complete special equipment and the cabinet pro¬ 
vides a substantial, compact, and permanent rack in which to 
keep them. 

Packed in substantial wooden chest. 


HM-TU-1—Box Unit Complete.$65.00 

HM-26-B—Combination Gear Puller, including 

HM-28 Drive Shaft Bearing Adapters. 14.50 

HM-32—Drive Shaft Bushing Puller and Placer. 4.50 

HM-34-B—Ford and Ford Truck Diive Shaft Bush¬ 
ing Reaming and Facing Tool. 19.50 

HM-36—Ball Cap Nut Holding Wrench. 1.25 

HM-38—Drive Pinion Gear Puller. 5.00 

HM-40—Axle Gear and Drive Shaft Roller Bearing 

Sleeve Driver. 3.00 

HM-93—Ford Rear Wheel Starting Tool. 1.75 

HM-93-A—Ford Truck Rear Wheel Starting Tool.. . 1.90 

HM-112—Ford Truck Rear Axle Sleeve Puller. 10.00 

HM-113—Ford Rear Axle Sleeve Puller. 8.00 

HM-133—Ford Wheel Puller. 3.50 

HM-134—Ford Truck Wheel Puller. 3.50 



Hinckley-Myers 73, 
Motor Lifting Hook 
for Ford 


T HIS hook will handle with ease any 
assembled or disassembled Ford 
motor. 

Price.$6.50 



Hinckley-Myers 16, Burnishing-ln 
Machine 


I T IS heavy enough to withstand the severe usage that such 
a machine receives and yet is light enough to be economical. 
Equipped with ball bearings. Special design of fixture for 
holding Ford and Fordson blocks makes the changing of blocks 
extremely quick and easy. An unusually deep oil sump has been 
provided for the Running-In operation to prevent any possible 
chance of oil splashing. 

This machine comes in two types, the pulley drive and direct 
motor drive. The motor drive is recommended in all cases except 
where a motor of sufficient size is already on hand or where the 
line shaft now in use has surplus power which could be used. 
Both styles are equipped with a twin disc clutch. 


Price for Belt Drive.$450.00 

Price with Motor Attached. 800.00 


Hinckley-Myers 82, Portable Motor Stand 

For Ford Motors 



A VERY useful piece of equipment for moving assembled 
Ford motors in the shop. Strongly made of steel pipe with 
welded joints, and equipped with ball-bearing casters. 










































































Hinckley-Myers 91, Ford Unloading Dolly 



T HIS is an extremely practical piece of equipment tor remov¬ 
ing Fords from box cars. 

Price.$22.50 


Hinckley-Myers 125F, Stationary 
Motor Stand 



T HE entire job can be done at one time without removing 
the motor from stand. The Ford block can be securely 
attached to the stand in an instant and can then be re¬ 
volved and held in any desired position. A very desirable 
feature of this stand is the large tool tray with holes for holding 


the valves, tools, etc. 

HM-125-F.$39.00 

HM-125-FA—Bench Type. 25.00 


Hinckley-Myers Rear Wheel Starting Tool 


HM-93 Ford 
$1.75 


HM-93A Truck 
$1.90 


A TOOL specially designed to start Ford rear wheels when 
frozen to axle taper too tight for regular puller to start. 


Hinckley-Myers 23, Motor Bench Clamp 

(Horizontal) 

T HIS clamp is for holding the Ford motor block on its side 
when assembling crankshaft, connecting rods, camshaft or 
transmission. Attaches to bench. 

Price.$12.00 



Hinckley-Myers 24, Motor Bench Clamp 

(Vertical) 

T HIS clamp is used for holding the Ford block upside down 
while fitting crankshaft bearings, camshaft and gears. 
Attaches to bench. 

Price.$18.00 



Hinckley-Myers 30, Differential 
Holding Plate 


E xtremely 

useful on axle 
overhauljobs. 

An axle overhaul 
job has been accom¬ 
plished in the rec¬ 
ord time of 57 min¬ 
utes with the use of 
Hinckley - Myers 
Differential Hold¬ 
ing Plate. 

Price.$5.00 

Hinckley-Myers 47, Stationary 
Cone Driver 




F OR driving on stationary cones on Ford front spindle and 
timing gears on crankshaft. 

Price.$2.00 








































































Hinckley-Myers 102, Fordson Wheel Puller 



T HIS puller is specially designed to remove the rear axle 
bushing from wheel on the Fordson Tractor. 

Price.$10.00 


Hinckley-Myers Testing Bar and 
Bending Irons 





HM-l-R—Axle Straightening Iron.$ 

HM-3-R—Connecting Rod Straightening Iron. 


5.50 

2.50 


4-R and 5-R—Bearing Friction Testing Bar and Crank¬ 


shaft Turning Bar—Ford and Fordson. 3.50 

6-R—Pedal Bending Iron—for Ford. 3.00 

HM-95—Commutator Rod Adjusting and Bending 

Iron. 1-50 

HM-108—Steering Gear Ball Arm Straightening Iron 3.50 
HM-106—Complete Set. 20.00 



Hinckley-Myers 87 
Valve End Squaring 
Blocks 


T HIS item is made of hardened 
steel and is used to clamp valve 
stems squarely in the vise when 
filing the ends, eliminating the dan¬ 
ger of bending the valve stem, and 
also enables the mechanic to file an 
even surface. 



Hinckley-Myers 71, Wrist Pin Bushing 
Remover and Replacing Tool 

A LL danger of 
cracking Ford 
pistons is elimi¬ 
nated if this tool is used 
for removing or replac¬ 
ing wrist pin bushings. 

Price.$6.50 


HM-71A— 
For Arbor 
Press only. 


Price.$6.50 


Hinckley-Myers 59, Transmission Band 
Holding Wrench 



I N ASSEMBLING the Ford transmission this holding wrench 
will lock the three bands to center. Pedal shafts are easily 
slipped to rest in the notches of the band ears and should be 
used in connection with the transmission band holding clip. 
Price.$3.00 


Hinckley-Myers 40, Axle Gear and Drive 
Shaft Bearing Sleeve Driver 



HM-40 

F ORD axle gears are replaced without loss ol time or trouble. 
Ford drive shaft roller bearing sleeves should be forced on 
with this arbor. Can be used by hand or in arbor press. 
Price.$3.00 


Price 


$1.50 






















































































Hinckley-Myers 120, Universal 
Bushing Puller 


HM-120 in Use 

T HE proper sized tapered thread extractor is screwed into 
bushing to be removed and then the body of puller is slipped 
on with the handle screwed on to the shank of extractor. 
The bushing is then drawn out with ease. 

Price.$11.00 


Hinckley-Myers 20, Wash Tank 


T HIS Universal Wash Tank is especially adapted for washing 
motors, axles and miscellaneous parts, and is fully equipped 
with double gas burners for heating solution. Tank is fitted 
with inlet and outlet connections, also overflow pipe. Width 
30 inches. Length 72 inches. Height 30 inches. 

$110.00 


R EAMS all Ford transmission bushings as well as triple gear 
_ bushings. 

Perfect center is insured, because locating is obtained 
direct from hub of gear and not from worn drums. The split 
collet or chuck is designed with a bell-shaped opening large 
enough to clamp the hub of the high-speed drum. For clamping 
the low-speed, reverse drums and triple gear, adapters are pro¬ 
vided, which are first placed on the hub or gear and then inserted 
into the collet. 

Four spiral flute reamers with No. 3 Morse Taper Shanks 
packed in a substantial case, are supplied with the machine. 

The machine may be operated either by hand or by the port¬ 
able electric drills, illustrated in this pamphlet. 

Complete set of instructions furnished with each machine. 

Price.$75.00 


Hinckley-Myers 99, Ford Radiator 
Test Plugs 



C OMPLETE set of Ford Radiator Test Plugs, consisting of 
outlet, inlet and cap plugs with rubbers. Cap plug has 
Schrader valve. 

Price 


Hinckley-Myers 97, Transmission Bushing 
Reaming Machine 





Price 


$5.00 




































































T HE Drive Pinion Gear of the Ford is very difficult to remove 
without our drive pinion gear puller. This fixture is machined 
inside and out, and accurate cut flanges on the two castings 
grip the shoulder of the gear. A collar slips over, holding them 
in place. 

Price.$5.00 


Hinckley-Myers 81, One-Man Towing Pole 

Price $12.50 


r ITH this device it is possible for 
one man to tow one car or several. It can be attached 
to either the service truck or the back of a new car. 


Hinckley-Myers 52, 
Gauge for Aligning 
Cylinder Front Cover 
with Cam Shaft 

Price 

$3.50 


Hinckley-Myers 25B, Bench Plate 


T 


HIS plate is extremely useful for testing bearing caps and 
other parts that require a flat surface. Can also be used as 
a base for testing apparatus. 

Price. HM-25-A, 8 in. x 10 in.$ 9.00 

Price. HM-25-B, 12 in. x 16 in. 15.00 


Hinckley-Myers 34, Drive Shaft Bushing, 
Reaming, and Facing Tool 


W HEN a bushing seats out of line, ordinary reaming and 
facing tools cannot be centered to operate satisfactorily. 
This tool has a locator or guide plate that fits over the 
outside of ball cap, thereby obtaining instantaneous alignment 
so that the bushing is reamed and faced accurately and almost 


automatically. 

HM-34—For Ford.$10.75 

HM-34T—Ton Truck. 10.75 

HM-34B—Combination. 19.50 


Hinckley-Myers 38, Drive Pinion Gear Puller 


Hinckley-Myers 26, Combination 
Gear Puller 


I S ADJUSTABLE 
for the pulling of 
Ford cam gear, 
generator gear, steer¬ 
ing wheel, etc. Sup¬ 
plied with HM-90 
Generator Bearing 
and HM-28 Drive 
Shaft Bearing Adap¬ 
ters, or can be pur¬ 
chased separately. 

Price separately 
$7.50 

Price with attach¬ 
ments $14.50 


Hinckley-Myers 27, 
Universal Brake Band 
Riveting Machine 

C UTS off old lining; rivets 
on new lining—in half the 
time required by the hand 
method. 

Price 

$20.00 
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T HE Ford and Ford Truck rear axle roller bearing sleeve 
pullers are so constructed that sleeves are readily removed 
without damage. The pawl is of steel, operated by a coil 
spring contained in plunger. When plunger is inserted by means 
of a screw the pawl automatically engages in hole in sleeve and 
by a reverse action of the screw sleeve is removed. The Model T 
Ford and Ford Truck pullers are identical in operation, the only 
difference being in size. 


No. HM-113—For Ford Car.$ 8.00 

No. HM-112—For Ford Ton Truck. 10.00 

No. HM-177—For Fordson. 12.00 



Ford, Ford Truck and Fordson 
Rear Axle Sleeve Pullers 


No. HM-112 


Cuts Labor 
Cost on 
Rear Axle 
Overhaul 
Work 


No. HM-113 


Pulls Sleeve 
From 
Housing 
Assembled 
or 

Disassembled 



Hinckley-Myers 81 -RT 
Red Top Drive-a-Way Fixture 

Used with HM-81 One-Man Tow Bar 


A FIXTURE to 
be attached on 
Ford cars for 
drive-a-ways or used 
locally when your 
service car is busy— 
or by your collector 
when reclaiming a 
car for non-payment 
—or to deliver new 
cars, saving your 
man power. 

Price.$13.50 




Hinckley-Myers 77, Spindle Body 
Bushing Facer 


J 


Hinckley-Myers 56, Tool for Assembling 
Starting Switch Plunger Extension 


A FTER bushing has been installed and reamed in Ford 
spindle body, this tool faces the bushing flanges. Align¬ 
ment is secured for a parallel surface with axle yoke by 
the guide of the tool. Bushing is quickly faced to proper size. 




HM-77. $4.50. 

HM-77A—For use in Drill Press .... 4.00 


T O USE place under starter plunger holding plunger up from 
contact point while starter cap is driven on. 

Price.$1.10 


Hinckley-Myers 32, Drive Shaft 
Bushing Puller 


Hinckley-Myers 55 
Steering Arm 
Bushing Press 

A VERY big time saver, as 
it quickly forces out the 
worn bushings or replaces 
the new ones in the Ford spindle 
arm. 

Price.$3.50 


T HIS fixture is perfectly 
adapted for the pulling 
of worn Ford drive shaft 
front bushings. 

Price.$4.50 


In order to avoid making this Manual too bulky, we have 
not attempted to give details regarding every item of each 
line. 

For further detailed information, ask your jobber’s sales¬ 
man or write to 

HINCKLEY-MYERS CO.. 

Jackson, Mich. 
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Hutto Cylinder Bore Grinder 

Manufactured by Hutto Engineering Co., Detroit, Michigan 

T HIS grinder is designed to regrind Ford or Fordson cylinders in the chassis if 
desired—including the fourth cylinder of “Model T.” 

It is a three-point, positive-set tool which keeps the removal of stock under 
the operator’s control. There are no springs used for expanding the tool. 

Cylinder bores are ground round because of the three-point, positive-set con¬ 
struction. Straightness is assured by the “float” of the adjusting cones in the 
body. 

The same tool is used for either Ford or Fordson by merely substituting dif¬ 
ferent stones. 

Stones are furnished in two grades, standard finishing and coarse fast cutting. 
On jobs where less than two or three thousand are to be removed, use standard 
stones. Where more stock must be removed, use coarse stones for fast removal 
of stock and standard for finish. 

When you order the grinder specify the size of bore and the grade of stones 
wanted. 

Price, $37.50 with One Set of Stones 
Extra Stones $6.00 Per Set 




T HE Hutto Portable Cylinder Grinder 
is a fast cutting heavy duty tool and 
requires a heavy duty portable electric drill 
to properly drive it. 

Factory tests and the experience of hundreds 
of satisfied users of Hutto Portable Cylinder 
Grinders have shown that the correct “motive 
power” is furnished by the Black & Decker 
Five-Eighths-Inch Portable Electric Drill de¬ 
scribed on page 9 . With the abundant power of 
this drill and its correct spindle speed of 475 
R.P.M. driving the Hutto Grinder, it is possible 
to grind a cylinder bore quickly and with a 
great degree of accuracy. 

Your own jobber can supply you with a 
Hutto Grinder or stones from stock. 


In order to avoid making this Manual too bulky, we have 
not attempted to give details regarding every item of each line. 

For further detailed information ask your jobber’s salesman, 
or write to _ 

GRINDER SALES CO. 

Detroit, Mich. 
































































Lupton Auto Parts Storage 


L UPTON Auto Parts Storage (LAPS) System 
give the Ford dealer an efficient, economical 
^ and attractive means of storing his replace¬ 
ment parts. They are especially designed for this 
purpose, and carry, with provisions for a generous 
surplus, a balanced stock at the valuation given in 
the list below. 

These stocks have been carefully worked out and 
lists showing the quantities provided for, part for 
part, may be secured from David Lupton’s Sons 
Company. Because of this special design, LAPS 
systems carry parts without wasting space, carry 
them in parts book order, with selected parts to¬ 
gether, each bin labelled so that any part can be 
found* instantly by the most inexperienced clerk. 


A stock of parts attractively displayed in a LAPS 
system is a positive indication of good service. The 
neatness and efficient grouping of the parts trans¬ 
forms the parts department into a store where 
owners like to come and buy. LAPS systems actu¬ 
ally increase Ford Parts sales—and do so at a 
smaller operating cost to the Ford dealer. 

The photograph of C. J. Nelson’s parts depart¬ 
ment at Clifton Height’s, N. J., reproduced below, 
shows an attractive LAPS installation used with 
Display Counter, also manufactured by David Lup- 
ton’s Sons Company. Further information will be 
gladly supplied. Address David Lupton’s Sons 
Company, 2631 Woodward Avenue, Detroit, Mich. 



Price List 


System 

No. Units 

No. 

Compartments 

Resale Value of 

Stock Carried 

Estimated 

Shipping Weight 

Price f.o.b. Warehouses 
Cleveland or Philadelphia 

7 

7 

357 

32,000 to 33,000 

1,360 lbs. 

3220.00 

10 

10 

556 

3,000 to 4,000 

2,005 lbs. 

325.00 

13 

13 

812 

4,000 to 6,000 

2,665 lbs. 

420.00 

16 

16 

968 

7,000 to 8,000 

3,265 lbs. 

520.00 

19 

19 

1,097 

9,000 to 10,000 

3,825 lbs. 

610.00 

32 

32 

1,202 

16,000 to 18,000 

5,845 lbs. 

850.00 

50 

50 

1,319 

30,000 to 35,000 

8,500 lbs. 

1,235.00 

3 

3 

129 

1,500 to 2,000 

560 lbs. 

90.00 

4 

4 

131 

3,000 to 3,500 

700 lbs. 

110.00 

T-4 

4 

320 

1,500 to 2,000 

850 lbs. 

140.00 

T-8 

8 

435 

3,500 to 5,000 

1,525 lbs. 

250.00 

TW-2 

2 

45 


380 lbs. 

60.00 

EX-1 

1 

66 


180 lbs. 

30.00 


NOTE:—When units are omitted from any system, prices must be quoted by David Lupton’s Sons Co. 








































































Lupton Auto Parts Storage 

Special Ford Units and Racks 


Lupton Ford 
Merchandising Unit 

T HIS unit is specially designed for 
the 3335.99 assortment of Ford parts 
recommended for use in small serv¬ 
ice stations and garages. The unit is 
shipped complete with sign, gasket board 
and side irons as shown. The price as¬ 
sembled is 345.00 and the shipping weight 
is 300 lbs. 


Lupton Ford 
Specialties Unit No. 231 

A UNIT to carry quantities of the 
new Ford specialties including 
enamels, paints, rear-view mirrors, 
windshield wipers, repair kits and dash 
lamps. Intended for use by Ford dealers 
who are now stocking these specialties 
in quantity. The price is 324.00 and the 
shipping weight is 165 lbs. Specify unit 


All prices are F. O. B. Lupton Warehouses, Philadelphia, Cleveland or Chicago 


Lupton Ford 
Piston Unit No. 232 

T HIS unit provides for the in¬ 
creased stock of pistons and 
piston assemblies now carried 
by Ford dealers since the advent of 
the light type piston. Similar in 
construction and appearance to the 
regular LAP’S units in Ford sys¬ 
tems. The price is 324.00 and the 
shipping weight is 160 lbs. Specify 
unit No. 232. 


Lupton Ford 
Spring Rack 

T HE rack shown at the left 
affords excellent storage for 
springs, leaves, shafts, rods, 
bars and similar parts. It is 
strongly made ot angle iron 
members, riveted and welded 
for rigidity. It will carry vir¬ 
tually any load which may be 
placed upon it. 

Dimensions: Base, 22 inches 
x 22 inches; height, 7 feet; floor 
space, 23 inches x 38 inches. 
Shipped completely assembled, 
shipping weight, 110 lbs. Price, 
320 . 00 . 


Lupton Ford 
Glass Unit 

T HE bugbear of glass storage 
—chipped edges—is removed 
in the Lupton Ford Glass 
Unit by the wooden liners which 
extend out a trifle over the edge 
of the shelf. You can slide the 
glass in and out over this edge 
without damage. The Lupton 
Glass Unit is designed especially 
for Ford Glass. List of glass car¬ 
ried furnished on request. 

The unit is 7 feet 4 inches high, 
3 feet wide and 2 feet deep. It is 
open both back and front. The 
spaces for windshield glass are 1 
foot deep and those for door and 
window glasses 2 feet deep. 

It is rigid and is constructed 
for a heavy load. It is shipped 
completely assembled and weighs 
320 lbs. 

The price is 345.00. 


Lupton Ford 
Radiator Rack 

C APACITY, twelve radia¬ 
tors, old or new type. 
Made of angle bars, 
strongly braced by gussets. 
Guard rods prevent radiators 
from sliding off. Height, 7 feet; 
floor space, 30 x 25 inches. Ship¬ 
ping weight, 110 lbs Shipped 
knocked down, with ends as¬ 
sembled. Standard finish, olive 
green baked enamel. Price, 
323.00. 


In order to avoid making this Manual too bulky, we have not 
attempted to give details regarding every item of this line. 

For further detailed information ask your jobber’s salesman, or 
write to 

DAVID LUPTON’S SONS CO. 

2631 Woodward Avenue, Detroit, Michigan 
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Kleenkar Covers 



W ITH the increasing demand for closed cars, every dealer should provide himself with 
car covers to insure cars being turned out in a cleanly manner. The cost of this 
equipment cannot be compared with the good will created by its use. When the service 
customer knows that car covers are being used to protect his property, he is less inclined 
to criticise the mechanical work. Car covers are the dealer’s insurance against time lost 
through replacing fenders damaged during repair work, or cleaning soiled upholstery. 

This attention to cleanliness appeals especially to women drivers, and as this feminine 
trade is constantly on the increase, it must be considered in conjunction with any plan 
tending to enlarge the volume of service work and the sale of more cars. 


Kleenkar fender, radiator, cowl and lamp covers are made ot a 
strongly-knit slate color Jersey cloth, extra heavy weight. The 
cloth is backed by a soft fleece lining which protects entirely the 
highly finished surfaces of the car. The covers can be easily 
laundered. 

Kleenkar upholstery and interior covers are made of a heavy 
blue and white striped material. The Express stripe is a firmly- 
woven, extremely durable fabric and is put through a hot water 
shrinking process before cutting. Both materials are guaranteed 
non-shrinkable. 


Careful workmanship is applied 
throughout in Kleenkar Shop 
Cover construction. All seams 
are felled with a good stout 
thread. The tie tapes are securely 
sewed to covers and are sufficient¬ 
ly long for easy tying. 


In order to avoid making this Manual too bulky, we have 
not attempted to give details regarding every item of each 
line. 

For further detailed information write to 

AUTOMOTIVE FABRIC EQUIPMENT CO. 
Milwaukee, Wis. 


Ford KLEENKAR Shop Cover Price List 

Fender Covers, pair.$5.50 

Cowl Covers, each. 2.50 

Standard Double Seat Cover interchangeable on front 

seat of Fordor, Coupe and Roadster, each. 3.50 

Single Seat Cover for Tudor, each. 3.00 

Combination rear seat and sides, for either Tudor or 

Fordor, each. 3.75 

Inside Door Covers for all models, pair. 2.00 

Steering Wheel Covers, each.75 

Through the efforts of The Ford Motor Company the manu¬ 
facturers of Kleenkar Shop Cov¬ 
ers have agreed to allow all Ford 
dealers a 25 per cent discount 
from above prices. 

Prices quoted are f.o.b. ship¬ 
ping point. Dealers should place 
orders through their respective 
branches. 
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Manley 30 -Ton Presses 



Manley 
30-Ton Press 

Complete with 
rack and pinion 
press and crank¬ 
shaft straight¬ 
ening attach¬ 
ment. 

Price, $145 


Note the Following Advantages 

1 . Excess capacity: Manley ratings are 
very conservative and all Manley equip¬ 
ment has a much greater capacity than 
the Manley ratings indicate. 

2 . Exposed screw: The Manley Press is 
arranged so that the end of the screw is 
exposed and the press is designed so that 
you may jar. stubborn parts loose by a 
hammer blow on this exposed screw end, 
giving the effect of as much as a hundred- 
ton straight pressure. 

3. Open construction makes it possible to 
handle work of any length, including 
Ford Front Axles. 

4 . Extra wide clearance on lower table (42 
inches). 

5. Double table saves time adjusting table 
for work of different heights, long nose 
and short nose supplied with press, this 
also saves time adjusting for height. 

6 . High-speed rack and pinion press attach¬ 
ment. Two men can work on this press 
at the same time. 

7 . Hand wheel mounted on ball bearings. 

8 . Hand levers in most convenient position, 
enabling operator to keep eyes on work. 

9. Quick change of leverages and speeds. 

10. Correctly lubricated. 


21 Operations on the Ford Car That Can Be 
Performed with a Manley Press 

1. Pressing steering spindle body bushings out and in. 

2. Pressing steering arm bushings out and in. 

3. Pressing lower steering column bushings out and in. 

4. Straightening steering drag link. 

5. Straightening front axle. 

6. Pressing wheel hubs out and in wheel. 

7. Pressing timing gear off and on camshaft. 

8 . Pressing timing gear off and on crankshaft. 

9. Pressing gear off and on generator. 

10. Straightening camshaft. 

11. Straightening crankshaft. 

12. Pressing piston pin bushings out and in piston. 

13. Pressing bushings out and in transmission brake drums. 

14. Pressing bushings out and in transmission triple gears. 

15. Pressing differential axle gears off and on axles. 

16. Straightening rear axle shafts. 

17. Straightening rear axle shaft housing. 

18. Pressing drive shaft pinion roller bearing sleeve off and on. 

19. Straightening drive shaft. 

20. Straightening drive shaft housing. 

21. Pressing spring hanger bushings out and in. 


Manley 30-Ton Press Prices 


No. 21-49. 

30-ton press with rack and pinion press and crank¬ 
shaft straightening attachment. 


$145.00 


No. 1-49. 

30-ton press with crankshaft straightening attach¬ 
ment only. 

No. 21. 

30-ton press with rack and pinion press. 

No. 1.. 

30-ton press without rack and pinion press or crank¬ 
shaft straightening attachment. 


115.00 

130.00 

100.00 


Manley 20-Ton Press 

No. 23 28 .$104.00 

20 -ton press with crankshaft straightening attach¬ 
ment and rack and pinion press. 


No. 23.. 

20 -ton press with rack and pinion press. 

No. 3. 

20 -ton press without attachments. 


96.00 

71.00 


NOTE—The prices for the 20-ton press all include the lower 
table. If lower table is not desired, 37.00 may be deducted 
from the above prices. 































































Manley Road Service Equipment 


Manley Swiveling Nose 
Attachment 


Can!Be At¬ 
tached to All 
Manley Cranes 
Now in Use 


_ ® 


Swivel Nose 


W E are in a position to supply this swivel feature with all 
Manley Cranes in use. It is not necessary to drill any 
holes, as the new swiveling head and top extension are 
interchangeable with the old ones. 


PRICES 


No. 110—For No. 101 Crane.$17.00 

No. Ill—For No. 102 Crane. 8.50 

Additional Chain or Cable per foot.22 


Manley Towing Trucks 

Made in Two Styles 

Large Size Model A and Smaller Size Model B 





r? 



PRICES 

No. 102—Price complete with hoist and 24 feet of chain. 
(30 feet of steel cable optional in place of chain) . .$95.00 

No. 103—Price without hoist and chain. 65.00 


Manley Towing Truck 


PRICES Model A Model B 

With Rubber Tires, No. 520_$85.00. No. 530_$75.00 

Without Rubber Tires, No. 521_ 53.00. No. 529_47.00 


Manley 2-Ton Wrecking Crane 

No. 102, Complete with Swivel Nose 

T HIS crane is built on exactly the same principle as the com¬ 
bination crane, except that it is designed to be almost 
instantly detached from the car by removing two pins. 
This is done so the garage man needing his car for other use is 
not hampered by his crane. Pull out the back pin, this allows 
the whole crane to swing back. Pull out the king pin in the saddle 
and the crane is free from the car. The hinged saddle folds out 
of the way on the car platform, or may be completely removed 
by taking out another pin, and two bolts. 

The time required to remove or remount this crane is about 
three minutes. It is a heavy-duty two-ton job with ample 
overload capacity. 


B OTH models have tool steel axles 1^-inch diameter, wheels 
mounted on genuine Hyatt Roller Bearings and provided 
with thrust washers. Tread of 32 inches. Two-inch tele¬ 
scoping steel pole adjustable from 7 feet to 12 feet in length. 
Body inverted I-beam type insuring maximum strength. Yoke 
heavy cast-steel with pads offset so load can be carried ahead of 
or behind center by merely turning yoke around. This permits 
truck to be used without interfering with truss rods. The low 
post makes it easy to get under cars (in many cases no jack 
need be used as the truck acts as a fulcrum jack). Pad is pro¬ 
vided with chain attachment making it easy to secure towing 
truck. Chain is long enough to reach around springs at both 
sides to keep truck centered under car. 


























































Note the 

Bridge Construction 


Manley 2V£-Ton Combination Crane 

(Complete with Swivel Nose) 

No. 101—2j4-Ton Wrecking Crane.$118.00 

No. 100—234-Ton Wrecking Crane mounted on base for use as Portable Floor Crane 133.00 
No. 104—Portable Steel Base only. 15.00 


Manley Road Service Equipment 


/ 


Mechanically Correct—Note These 
Manley Features 

Swivel Nose which permits direct pull from any 
angle. 

Tilting Beam (originated by Manley) permits 
adjustment of height and overhang to suit various 
conditions. 

Double Handles can be operated from either side 
of car. 

Six Leverages and Speeds so that crane can be 
operated easily on different loads. 

Chain or Cable furnished at your option, but we 
recommend the chain. 

Self Contained Saddle (originated by Manley) 
distributes weight properly on chassis, yet base occupies 
minimum amount of space. 

Only Two Gears. The use of high ratio gearing 
employing only two gears, eliminates unnecessary fric¬ 
tion which results from compounding the gearing. 

Excess Strength. Like all Manley equipment, the 
cranes are built with strength away beyond their rated 
capacity. 


Auxiliary Winch for Manley 2 y 2 or 2-Ton 
Wrecking Cranes 

No. 106. Price. . . . 

Can be easily at¬ 
tached to either the 
No. 101 or No. 102 
Manley Cranes. 

WO handles 
are furnished 
with the crane, 
and these han¬ 
dles are used in 
connection with 
the winch,chang¬ 
ing from one to 
the other at will. The addition of the winch to the 
Manley Crane, provides a means to handle wrecks 
which are a considerable distance from the road 
or down an embankment. 





Manley Towing Pole 



D ESIGNED without springs. This is made possible by the 
use of “ball and socket” universal joints at each end to 
take up motion in all directions. Means provided at both ends for 
absolutely rigid clamping to both cars, eliminating the necessity for 
spring take-ups, and doing away with lost motion and jerking. 

The Manley Towing Pole is jointed in the middle and can be 
used either as a seven-foot towing pole, or a three-and-a-half-foot 
towing pole. Finest materials throughout. 


The Manley Towing Pole is easy to attach to any part of the 
car; because it has a chain lash at each end, and, therefore, it 
can be fastened to the axle, spring shackle or any other conven¬ 
ient point on the front end or rear end of any car. The chains 
adjust themselves to fit anywhere and the fork arrangement 
makes a firm connection. 

Catalog No. 540.$15.00 


































































Manley Garage Jacks 

Two Types—Standard and Low Type 


T HESE jacks embody many special features 
among which are: Great strength, same operat¬ 
ing pressure at all parts of the stroke, and the 
notch-by-notch feature which enables you to operate 
this jack under an overhanging body or in close 
quarters where a full stroke cannot be. made. 

The Low-Type Jack has been designed for the 
purpose indicated by the name, the particular fea¬ 
ture being its ability to get under low clearances, 
the minimum height of the post being only 6 inches. 




s 


Important Features 


1 . Less working parts. 

2. All parts exposed, making adjustment, oiling 

and inspection easy. 

3. Six operating positions of the handle. 

4 . Works under low bumpers and low overhang¬ 

ing spare tires. 

5. Works perfectly on delivery cars with overhang¬ 

ing bodies. 

6 . Has quick post adjustment. 

7. Powerful compounded uniform leverage. 

(No toggles.) 

8 . Automatic trip when jack post is in its highest 

position. 

9 . Has lock for holding handle in vertical position. 

10 . Has ball-bearing drop forged front casters. 

11 . Dogs and ratchets drop forged. 

12. Chrome nickel steel pinion gear. 

13. Jack operates in short space and crowded 

position. 


14. Built low to enable short turning under wheels 

of car. 

15. Handle operates by long, short or medium 

strokes. 

16. Saddle on screw post riveted and welded. 

17. Equipped with roller bearings properly located 

in the wheels. 

18. Works on rack and pinion principle. 


Standard Low-Type 

Jack Jack 

Minimum height of post. in. 6 in. 

Maximum height of post.17LS in. 15 in. 

Travel of post. 5^4 in. 4 in. 

Screw adjustment of post. 43^ in. 4 in. 

No. Prices 

550— Garage Jack with steel wheels.$36.00 

551— Garage Jack with rubber tires..... 47.00 

522—Low-Type Jack with steel wheels. 36.00 

553—Low-Type Jack with rubber tires. 47.00 
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Manley Garage Light 


T HE Manley Garage Light throws 
the light up, down or sideways. 
Illuminates the interior of the car, 
under the dash, hood or underneath the 
car. Merely set it in the position you want and 
it stays put. 

In addition to the lamp an extra socket is built 
in, so that you can plug in an electric drill, 
electric valve grinder, soldering iron, or other 
electric tools. 

These lights are especially valuable for wash¬ 
ing cars. 

Reflector can be swiveled to come within 6 
inches of the floor or 7 feet above the floor, and 
any intermediate height required. Complete with 
wire lamp guard and 20 feet of rubber-covered 
cable, fitted with separable attachment plug. 


No. 700 

Manley Garage Light 
$17.50 


Manley Ford Spring Shackle Tool 


For lifting 
and holding 
front or rear 
springs, to re¬ 
move or replace 
spring hangers 
on Ford cars. 

You can see in the illustrations that it is merely a prize pivoted 
on a bracket that slips over either the front or rear axle of a 
Ford car. An old Ford axle shaft makes an ideal handle, or you 
can use a 1-inch pipe. The handle merely slips into the socket 
like a jack handle. 


No. 203. The smaller work bench is 16 inches wide by 44 
inches long, top being solid oak, 2 inches thick. It is also 
arranged with middle tray, divided into 14 compartments and 
lower tray plain with high sides, but it does not have the large 
compartment at each end. 

Price.$33.00 

No. 204. The heavy-duty bench is 20 inches wide by 5 feet 
long, top being solid oak, 2 inches thick. Provided with metal 
drawer, middle tray divided into 14 compartments and lower 
tray plain with high sides. Compartment at each end for storage 
of tools. These compartments may be fitted with doors and locks. 

Price.$48.00 

No. 205. Same as No. 204, except it has no center tray. 
Price.$35.00 


A simple and efficient 
tool, which eliminates 
the necessity of using 
hoists, jacks, etc., for re¬ 
moving or replacing 
spring hangers on Ford 
cars. 

No. 411—Manley 
Spring Shackle Tool 
without handle. 

Price.$7.00 


Manley Portable Work Benches 

Made in Two Sizes, Three Models 


Manley Riveting Machine 

N OTE the massive construction. The 
Manley Toggle Action gives a com¬ 
paratively light pressure at the be¬ 
ginning of the riveting operation and a 
constantly increasing pressure as the diame¬ 
ter of the rivet is increased through the 
upsetting operation. This is a double toggle 
—not merely a single toggle—and is twice 
as efficient as a single toggle machine and 
twice as powerful. 

The lower anvil is a screw with a cup into 
which the dies are inserted. 

Eight rivet sets and anvils are supplied 
with the machine. 

No. 850—Price complete.$36.00 


In order to avoid making this Manual too bulky, we have 
not attempted to give details regarding every item of each 
line. 

For further detailed information, ask your jobber’s sales¬ 
man or write to 

MANLEY MFG. CO. 

York, Pa., U. S. A. 
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Stevens Engine Stand 

‘The Lightweight Stand That Walks the Engine Off the Floor” 


Both hands are 
free to operate the 
built-in Valve Lifter 
which compresses the 
springs with a posi¬ 
tive grip. 


This exclusive Valve- 
Retaining Rack permits 
the valves to operate, 
while protecting them 
against falling out, 
bending or buckling. 


No. T-350—Stevens Engine 
Stand, Ford Model. 

Net price.$35.00 

Illustrating Three Positions at Just 
the Right Working Height 


Enables one man to raise the 
engine off the floor or lay it down as 
if it were as light as a wheel. 

You can carry the stand around 
the shop—it weighs only 79 pounds. 

Built of steel for rough handling— 
no cast parts—it can carry a load of 
four tons with safety. 

100 per cent safe—motor secured 
with four bolts to manifold stud holes 
—stand positively, can’t tip—block 
always rests solidly on stand. 

Taken down by removing only six 
bolts—can be stuck against the wall, 
out of your way. It can also be bolted 
down on the floor. 

Patented Valve-Retaining Rack 
holds and protects the valves. 

Quick-Acting Valve Lifter is built 
into stand. 

Handy steel tool tray is removable. 


No. 1—In this position, the 
mechanic can stand erect while he 
grinds in the valves, thus doing quicker 
and better work. The top of the block 
is clear, so mechanic can handle any 
job at this angle, without hindrance. 


No. T-351—Stevens Engine Stand, Fordson Model. 
Net price.$35.00 


The little pictures below show how 
ONE MAN 

“walks” the engine off the floor with the 
Stevens Engine Stand 


No. 2 — Shows how closely 
Stevens Engine Stand permits the 
mechanic to get to his work. His 
operations on the piston or connect¬ 
ing rods are not obstructed by the 
stand, hence he can work with 
greater speed and accuracy. Engine 
is solidly locked in this position. 

No. 3—Here again you see how fully 
exposed the block is held for easy work 
on such jobs as fitting the crankshaft 
and camshaft bearings, the valve 
springs, etc. 


More heavily propor¬ 
tioned to take care of the 
greater weight of the 
Fordson engine. Other¬ 
wise the design is the 
same as the Ford model. 

An added feature is 
the cushion spring 
bumper which absorbs 
the shock if the engine 
should drop. 

Weight, 88 pounds. 
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O NLY two operations, instead of eight, in lifting the Ford 
valve springs for valve grinding. The manifolds and 
carburetor are left right in place. The notched lifting 
plate is placed under the four valve spring cups on either the 
forward or rear set of valves and the lifting screw fits in the 
small water hole. The screw is turned until the springs are 
compressed, after which the pins are removed and the valves 
ground with the lifter right in place. 

T-253—Stevens 4-in-l Valve Lifter for Fords. Price $2.00 


W HEN threads in two lower holes in crankcase become 
stripped, these bolts replace Ford part No. 3371, which 
are the two lower screws that fasten universal ball cap 
to crankcase. 


T-205—Complete set. Price.$2.50 

T-206—20 extra oversize bolts. Price. 2.00 


Stevens Ring Groove Cleaner 


Stevens Camshaft Nut Wrench 


A husky, 

close-fitting 
wrench for camshaft 
nut on Ford. You know 
how difficult it is to ad¬ 
just a monkey wrench to 
this nut and how easily 
such a wrench slips. This 
Stevens Wrench will quickly take the nut off with a positive, 
perfect grip. Made from solid stock with sliding bar 10 inches 
long. 

T-138—Price.$1.60 




R EMOVES the carbon from the grooves in any piston in a 
minute or less. Insures correct fitting of the rings because 
it cleans the grooves thoroughly. 

T-113—For pistons 3%-inch (Ford) and over. Price. $1.00 

T-114—For pistons up to 3 inches. Price. 1.00 


Stevens Piston Vise 


Stevens Carbon Keepouts 



F OR holding pistons, or any irregularly shaped or finished 
part, this special vise is necessary in every shop, because 
its pressure can be gently applied to prevent distortion or 
damage of the part. An expertly designed vise with an unusually 
wide range up to 5 % inches; jaws are lead lined. 

T-115—Piston Vise. Price.$5.00 

T-116—Wood Blocks. Price, per pair.50 


T HEY keep dirt and carbon out of holes while Ford cylinder 
block is being cleaned. Their rounded pilots drop into 
holes and center screws for a quick start. Where holes 
have been previously clogged, spiraled cleaner removes all dirt. 

T-238—Set with cleaner. Price.$ .90 
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Stevens Reamer 
and Jig for 
Oversize Valve Stem 

Ford and Fordson 

I T HAS now become the 
standard practice to rem¬ 
edy worn valve guides by 
reaming them ^ 4 -inch over¬ 
size. But the entire success 
of the job depends on the ac¬ 
curacy of the reaming and this 
is assured through the use of 
Stevens Jig which holds the 
reamer firmly in true line. 
The Screwlock Handle is 
ready for quick action. 


T-245—Jig and Reamer with Screwlock Handle for 
Ford. Price.$2.75 

T-246—Jig only for Ford. Price. 1.00 

No. 305X-TH—Screwlock Reamer. Price. 1.75 

T-247—Jig and Reamer with Screwlock Handle for 
Fordson. Price. 3.50 


Stevens Generator Gear Puller for Ford 




N OTE the convenience—the handle which speeds up the 
pulling of the gear and the clever arrangement of the 
punch. The block takes strain off bearings when remov¬ 
ing or inserting pin. Block is grooved to receive pin and can be 
permanently fastened to bench, if desired. Body of tool is drop- 
forged. The punch is made of steel. 


Stevens Ball Cap Filing Fixture 




f 


A CLAMP for securely hold¬ 
ing the steering gear ball 
cap No. 2728 or the front 
radius rod ball cap No. 2736 on 
the Ford while filing or grinding 
them to fit balls. Two sets of 
hardened steel pins grip the caps 
in bolt holes when thumb screw 
is turned up. Fixture can be 
held in vise when filing or held 
in hand when grinding. 

T-208—Stevens Ball Cap 
Filing Fixture. Price. .$1.50 



Stevens Roller Bearing Cup Tools 
for Ford Front Wheels 



T HIS set of three tools is a big time saver in the shop. The 
driver, made of hexagon punch steel, is shaped just right to 
take a good bite in the awkward space available. The cup 
inserters, one for the large cup and one for the small cup, are 
machined to exactly fit and protect the cups, and have a pilot 
to insure the cup being driven in true alignment, which affords 


longer life to the wheel bearings. 

T-222—Set of Three Tools. Price.$5.00 

T-223—Punch Driver only. Price.75 

T-224A—Cup Inserter, small size. Price. 2.00 

T-224B—Cup Inserter, large size. Price. 2.50 


Stevens Manifold Clamp 


T-180—Price.$ 2 - 00 

Stevens Hub Re-threader for Ford 


P UTS a perfect thread on 
Ford front or rear hub 
and straightens out 
crossed threads quickly. 
Clamps over full thread and 
straightens threads as it is 
turned OFF. Adjustable for 
variations in diameter. 

Forged steel, 
hardened. 


T-181 —Hub 
Re-threader for 
Ford. 

Price.$4.50 




T HE difficulty of holding the exhaust and intake manifold 
in place with the hand, while putting the yokes and nuts on 
with the other hand, is entirely eliminated with this clamp. 
It securely holds the Ford exhaust manifold in place while the 
intake is located and the yoke set down. No possibility of gas¬ 
kets slipping out, causing you to repeat the job. 

T-258—Price.$2.50 
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Stevens Axle Shaft Sleeve Puller 
and Tongs for Ford 

P ULLER instantly re¬ 
moves the rear axle 
bearing sleeves on 
Ford. Latch and pin (one- 
piece) are under positive 
control, so sleeve can be 
exactly positioned. The 
puller (machined from 
solid bar steel) is hollow — 
sleeve can be pulled while 
axle is in place. 

The tongs squeeze the 
sleeve for easy insertion 
into housing. Jaws ma¬ 
chined inside and handles 
offset so tongs can be used 
on differential-end sleeves. 


T-155—Axle Shaft Sleeve Puller. Price.$ 7.00 

O N THE modern car with its complicated electrical and small T-156—Axle Shaft Sleeve Tongs. Price. 2.00 

equipment, there are as many small nuts as big nuts. But T-157—Puller for Ford Truck. Price. 10.00 

now, for the first time, you are offered a convenient socket 

wrench designed especially to reach and to grip the small nuts. T-158—Sleeve Compressor, Ford Truck. Price. 2.50 



Made in All Sizes 

(Numbers indicate sixteenths of an inch) 


No. 3—Size % inch. Price.$0.25 

No. 4—Size 34 inch. Price.25 

No. 5—Size % Inch. Price.25 

No. 5}4—Size % inch. Price.25 

No. 6—Size 54 inch. Price.25 

No. 7—Size % inch. Price.40 

No. 8—Size 34 inch. Price.40 

No. 9—Size % inch. Price.40 

No. 10—Size 54 inch. Price.40 


(Any intermediate size in thirty-seconds of an inch can also 
be supplied) 


Stevens SPINTITE Wrench Set T-73 

C ONSISTS of Spintites, Nos. 3, 4, 5, 534> 6, 7 and 8, mounted 
in a neatly finished metal base. 

Illustrated above. Price.$2.50 


Stevens Drivers for Ford 
Steering Arm Bushings 

F OR Ford steering arm bushing 
No. 2714. Lower part of tool supports 
steering arm and guides punch while 
removing and inserting bushings. 

T-229—Set. Price.$0.65 



Stevens Oversize Drain Plugs 
and Tap for Ford 

P LUGS and tap have same number of threads per inch as 
standard Ford plugs, but diameter is increased sufficiently 
to give a full perfect thread. The tap is tapered at the end 
so that it is easy to start. The plugs have double-thick hexagons. 

Prices appear in the left column. 

No. T-207—Ten Over¬ 
size Drain Plugs and 
Tap for Ford. 

Price.$2.00 

No. T-207 A—Ten ex¬ 
tra Plugs. 

Price.$1.00 

No. T-207-B—Tap 
only. 

Price.$1.25 



Stevens Utility Spring Fork 



F OR compressing valve and clutch springs and for general 
use in prying when assembling or disassembling. Tines 
forged to 1 24-inch width. 

T-451—Price 


$0.90 
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F OR removing and replacing Ford front and rear spring and 
spring perch bushings Nos. 3820 and 3844. After removing 
the shackles, Forc-Out is placed in position with the proper 
plug facing the old bushing; the bushing is started a fraction of 
an inch, after which the new bushing is put in place. As the old 
bushing is forced out the new one is forced in—a single operation, 
by one man. 


% 

Stevens Cylinder Bushing Set 

For Ford and Fordson 


T HE permanent repair for stripped threads in Ford cylinder 
block. The cylinder head is located in position with three 
threaded hexagon studs and is used as a jig to guide the 
reamer and tap. The bushing takes a standard bolt. 


T-235—Complete Set for Ford. Price.$3.50 

T-236—Bushings only, 20 in box. Price. 2.00 

T-233—Complete Set for Fordson. Price. 4.80 

T-234—Bushings for Fordson, 20 in box. Price. 2.50 


Stevens Tap and Drill Set 



T-213—Stevens Forc-Out. Price.$5.00 


Stevens Oversize Push Rod Reamer 
and Jig for Ford 




S AFELY removes broken Ford cylinder head bolts without 
taking off cylinder head. The drill is guided accurately 
through center of broken bolt and tap clears out the hole 
for new regular bolt. 

T-200—Set for Ford. Piice.$1.50 

T-199—Stevens Broken Bolt Extractor for Fordson. 

Price. 2.00 

Stevens Bushing Drivers for Ford 
Steering Body Bushings 


T HE new design clamps to both sides of the cylinder base. 
This secures the jig firmly to the base and insures fullest 
accuracy even when sides of base have been strained 
through rough handling. Reamer is chamfered slightly at end 
to start correctly in push rod hole and to adjust jig in true 
position before bolting down. 

T-252—Stevens Oversize Push Rod Reamer and Jig 
with Screwlock Handle. Price.$4.00 

T-251—Stevens Jig only. Price. 2.00 

No. 3059j^-TH—Special Reamer for Jig with Screw- 
lock Handle. Price. 2.05 


F OR Ford steering body 
bushings, No. 2713—re¬ 
places bushings quickly 
and accurately. Made from 
nickel steel and guaranteed 
against breakage. 

T-225—Set. Price .$0.80 

T-2 2 6—Extractor 
only. Price.50 
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Stevens Drive Shaft Group A 

Ten Special Tools Speed Every Job on the Ford Drive Shaft 



Stevens Duplex Gear Puller for Ford 



T HIS tool is the only one that can remove both Ford drive 
shaft pinion No. 2597B and transmission gear No. 3317. 
It finishes either job speedily and completely protects the 
parts. This tool is carefully machined for accurate fit. 

T-120—Price.$5.00 


Stevens Universal Joint Tongs for Ford 



Y OU know what an uncertain and heartbreaking job it is 
to fit the universal joint into place when setting in the rear 
axle. These tongs give you perfect control and slip the 
joint into place instantly. 

T-80—Price.$1-75 


D RIVE shaft jobs that used to turn your shop 
upside down are now made “dead easy” with 
Stevens Group A “Speed-Up Tools for Ford. 

Consists of the following ten special tools: Duplex 
gear puller; drive shaft sleeve puller and driver; 
drive shaft bushing extractor; drive shaft bushing 
driver; drive shaft bushing reamer and jig; drive 
shaft bushing refacer; universal joint tongs; giant 
punch for knuckle pin. 

Stevens “Speed-Up” Group A, consisting of these Ten 

Special Tools in Wood Chest. Price $34.00 


Stevens Puller and Driver for Ford Drive 
Shaft Sleeve No. 2596 




T HIS set of tools makes the difficult job of replacing the 
sleeve both quick and accurate. The new model puller is 
entirely drop-forged. The jaws surround the sleeve com¬ 
pletely and are screwed tight, so that any required pressure can 
be applied without injury to sleeve, shaft or tool. Jaws a ^ 
yoke are machined to a close fit on sleeve to hold tool firmly 

The driver has a “sight,” consisting of a notch and pin, which 
insures proper alignment of the keyway slots. 

T-123—Set of Puller and Driver. Price.$8.00 

T-122— Drive Shaft Sleeve Puller. Price. 6.50 

T-121— Drive Shaft Sleeve Driver. Price. 2.00 
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Stevens Drive Shaft Group A (Continued) 

Stevens Extractor for 
Ford Drive Shaft Bushing No. 2581 

Stevens Drive Shaft 
Bushing Refacer 
for Ford 



T HIS tool removes 
the tightest bushing 
swiftly, cleanly, pos¬ 
itively. Its spring-acting 
jaws slip down through 
the bushing very easily 
and get a solid grip on 
the bottom of the bush¬ 
ing. The big handle 
draws out the toughest 
bushing with little effort. 
Includes adapter for 
Ford trucks. 



T-231—Price. 


$3.50 



Stevens Drive Shaft Bush¬ 
ing Driver for Ford 

T HIS driver inserts the bushing in 
true alignment and keeps the 
flange in perfect condition. The 
handle is deeply knurled so you can 
grip it firmly. Made of machined steel, 
hardened. 

T-230—Ford. Price.$1.25 

T-232—For Ford Ton Truck. 

Price. 2.00 


Stevens Drive Shaft 
Reamer and Jig 
for Ford 

A ccurate and quick 

reaming becomes a simple 
operation with this jig. 
Jig is slightly tapered on the in¬ 
side so that it binds firmly, even 
when ball is badly worn. Affords 
a long bearing for the reamer 
to keep it in line. 

T-244—Reaming Jig 

only. Price.$2.00 

No. 2581—Reamer. . . . 2.55 
T-243—Jig for Ford Ton 

Truck. 2.00 

No. 1076—Reamer. . . . 3.00 



F OR bushing No. 2581 when 
fitting the universal, this 
Stevens Refacer nicely 
trims down flange of bushing to 
any required depth, without re¬ 
moving the bushing. It elim¬ 
inates filing or hammering 
bushing. 

T-292—Ford. Price. . .$4.50 

T-293—For Ford Ton 

Truck. Price. 5.00 



Stevens Spiral Reamers 
With the New Screwlock Handles 



T HE Screwlock is a new kind of 
reamer handle which we are apply¬ 
ing to all our reamers as rapidly 
as possible. The Screwlock Handle 
consists of only two parts—a straight 
bar with threaded cap that screws on 
threaded shank of reamer, thus locking 
the entire assembly. 

It is impossible to turn the reamer 
backward because the Screwlock Cap 
will unscrew. Many reamers are ruined 
by being turned backward. Screwlock 
Handles can be so economically pro¬ 
duced that the reamer complete with 
handle costs only a trifle more than 
the reamer itself. 


2713-P-TH—Threaded Reamer with Screwlock Handle 
for Ford Steering Body Bushings. Has Pilot. Price. . $3.00 

2713-P-T—Threaded Reamer only with Pilot, for Ford 
Steering Body Bushings. Price. 2.70 

2713-14-TH—Threaded Reamer with Screwlock Handle 
on Ford Steering Body Bushings and Steering Arm 
Bushings. Price. 1.50 

2713-14-T—Threaded Reamer only for Ford Steering 
Body Bushings and Steering Arm Bushings. Price. . 1.20 
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Stevens Spiral Reamers 

Fop Every Ford Bushing 


No. 2525B, 3962B—Differential Pinion Bushing Reamer and New 

Style Fan Belt Assembly. Price.$1.50 

No. 2527—Differential Spider Bushing Reamer. Price. 2.55 

No. 2540, 2581—D. S. Housing Front Bushing Reamer. Price. . . 2.55 


No. 3052X—Valve Stem Guide Reamer, V^-inch oversize. Price. . $1.50 

No. 3058-3521-3960—Reamer. Price. 1.50 

This reamer takes care of the following three bushings: 

No. 3058—Push Rod, regular size. 

No. 3521—Steering Gear Pinion Shaft Bushing. 

No. 3960—Fan and Pulley Assembly. 

No. 3059 H—Push Rod Reamer, l^-inch oversize. Price.$1.75 

No. 3059HP—Push Rod Reamer, V^-inch oversize, with pilot. 

Price.$2.95 

No. 3304—Transmission Reverse Gear Bushing Reamer. Price.. 8.10 
No. 3309—Transmission Slow Speed Gear Bushing Reamer. 

Price. 4.85 

No. 2559—Hub Camshaft Bushing Reamer. Price.$1.35 


No. 2713-14-6 (6 flutes)—Duplex Spindle Body and Arm Bush¬ 
ing Reamer. Price.$1.02 

No. 2713-14-8 (8 flutes). Price. 1.35 

No. 3314H—Transmission Triple Gear Flanged Bushing Reamer. 

Price. 1.35 


No. 3314 HE—Expansion Transmission Triple Gear Flanged 

Bushing Reamer. Price.$4.75 

No. 3320B-C-3311—Reamer. Price.$3.65 

This reamer takes care of the following bushings: 

No. 3311—Brake Drum Assembly. 

No. 3320B-C—Transmission Driven Gear Sleeve Bushing. 


No. 2713-14P—Duplex Spindle Body and Arm Bushings Reamer 
with Pilot Rose Reamer. Price.$2.95 



No. 3022HP —Wrist Pin or Piston Pin Bushing Reamer with 

Pilot Rose Reamer. Price.$3.40 

No. 3022H —Wrist Pin or Piston Pin Bushing Reamer. Price. . . . 1.35 


No. 3320B-C-3311-3327B—Duplex Reamer. Price.$4.60 

This reamer takes care of the following bushings: 

No. 3311—Brake Drum Assembly. 

No. 3320B-C—Transmission Driven Gear Sleeve Bushing. 

No. 3327B—Transmission Driving Plate Bushing. 

No. 3327B—Transmission Driving Plate Bushing Reamer. Price $2.40 
No. 3820-3844—Reamer. Price. 1.50 

This reamer takes care of the following bushings: 

No. 3820—Front Spring Perch Bushing. 

No. 3844—Rear Spring Perch Bushing. 


No. 3022 HE—Expansion Piston Pin Bushing Reamer without 
Pilot. Price.$ 5 - 20 


No. 3022 HPE—Expansion Aligning Piston Pin Bushing Reamer 
with Self-Cutting Pilot. Price.$8.10 



No. 3024P—Connecting Rod Bearing Reamer. Price.$ 5.40 

No. 3031-2-3P—Crankshaft Aligning Reamer with Pilot. Price 15.00 
No. 3042-3043-3044-3545—Reamer. Price. 1.90 

This reamer takes care of the four following bushings: 

No. 3042—Camshaft Front Bearing Bushing. 

No. 3043—Camshaft Center Bearing Bushing. 

No. 3044—Camshaft Rear Bearing Bushing. 

No. 3545—Steering Post Bracket Bushing. 

No. 3042-3-4A—Aligning Reamer. Price.$8.10 

This reamer will align perfectly the three bearings of the cam¬ 
shaft Nos. 3042, 3043 and 3044 in one operation. 
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Stevens Transmission Bushing Tools 
Set T-298, for All Ford Transmission 
Bushings 



T HERE are seven tools in this outfit, each complete in 
itself—no separate parts to get misplaced, no time is lost 
making up combinations. 

You will note that drivers T-296, T-294 and T-295A are pro¬ 
vided with substantial blocks to support the work properly. 

A special feature is extractor T-295B, for the slow-speed bush 
ing Ford No. 3309. It has an ingenious, quick-acting, self¬ 
expanding action which grips this “blind” bushing positively. 
This extractor adjusts itself and cannot slip. 

T-298—Complete Set of Tools for ALL Ford Trans¬ 
mission Bushings, in durable wood chest. Price. $19.00 

T-295A and T-295B 



T-295A is Driver and Block for Transmission Slow- 

Speed Bushing Ford No. 3309. Price.$3.50 

T-295B is the Expanding Extractor for Transmission 
Slow Speed Bushing Ford No. 3309. Its corrugated 
segments expand automatically and grip the bushing 
solidly as it is being driven out. Price. 4.00 

Stevens Driver Set 
for Ford Differential Gear 



_ „ pr 

W 

T O REMOVE the gear, the driver is placed on the face of 
the gear and driven with a hammer until the split retaining 
ring can be removed. The shaft is then held vertically and 
the slugging sleeve is driven against the gear until it comes off. 
The reverse process is used to replace the gear. 

T-150—Stevens Driver Set. Price.$3.50 

T-150A—Driver only. Price. 2.75 

T-150B—Slugging Sleeve only. Price. 1.00 


T-297A, T-297B and T-227 


T-297A is Driver for 
Transmission Driv¬ 
ing Plate Bushing 
Ford No. 3327B. 
Price.$1.00 

T-297B is Puller for 
Transmission Driv¬ 
ing Bushing Ford 
No. 3327B. 

Price.$1.25 

T-227 is Driver for 
Transmission Triple 
Gear Bushing Ford 
No. 3314 V 2 . 

Price.$0.90 


Stevens Re-threader T-209 



For Differential 
Housing Oil Plug 
Ford No. 2532 


For Crankcase 
Drain Cup Plug 
Ford No. 3080 


T HE threads in these two plug holes frequently become so 
badly damaged that it’s a mean, time-wasting struggle to 
screw back the plugs right. But by applying this re-threader 
to the holes, the threads are instantly cleaned and the plugs 
screw in easily. 

T-209—Price.$1.25 


T-296 and T-294 


T-296 is Driver and 
Block for Trans¬ 
mission Driven 
Gear Sleeve Bush¬ 
ing Ford No. 3320C. 
Price.$3.00 

T-294 is Driver and 
Block for Transmis¬ 
sion Reverse Gear 
Bushing Ford No. 
3304. Price. . $3.50 




In order to avoid making this Manual too bulky, we have 
not attempted to give details regarding every item of each 
line. 

For further detailed information, ask your jobber’s sales¬ 
man or write to 

STEVENS & COMPANY 
375 Broadway, New York 
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Weaver New-Way Jack, Model B 


T HE Weaver New-Way Jack,Model “B,” 
is extremely compact and easily oper¬ 
ated. Ideal for lifting and transporting cars 
in the service station, repair shop or on the 
curb. 

The wheels pivot. An important and ex¬ 
clusive feature. The wheels are pivoted by 
turning the handle, enabling the operator 
to guide the jack quickly and accurately 
under the car in a limited space, as well as 
guide the car while transporting it on the 
jack. 


Price, with metal wheels $36.00 

Price, with rubber tired wheels 48.00 


The telescoping standard pro¬ 
vides a range of lift from 8 to 
1 7}/2 inches. 

Jack operates on ratchet prin¬ 
ciple and has a capacity of 5,000 
pounds. 

Under crowded conditions 
jack can be applied to front or 
rear axle from side of car and, by 
pivoting wheels, car can be drawn 
directly sideways. 


Weaver Auto Twin-Jacks 



D ESIGNED to efficiently handle complete and 
dismantled cars in the garage, repair shop, 
wash room, auto livery, etc., and unloading auto¬ 
mobiles. 

Can be operated in very limited spaces. With one 
of these jacks under each axle, the car can be pushed 
directly sideways or turned completely around within 
its own length. 

The dependable screw hoisting mechanism, broad 
base and two point support provide a safe founda¬ 
tion and insure the safety of the mechanic while 
working under the car. 


Price, with metal wheels.$24.00 

Price, with rubber tired wheels. 36.00 


NOTE—Prices on Weaver Equipment F. O. B. Jobber’s 
Stock in U. S. A. East of Colorado 
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Weaver Hi-Speed Press and Attachments 


The rack and pinion s a won¬ 
derful time saver for light work. 


Heavy pressure up to 28 or 30 
tons can readily he exerted on the 
work (without changing its posi¬ 
tion) by means of the ratchet lever. 


Vertical Chuck 

Supports drive shaft while pressing 
sleeve on and off, and axle shaft while 
removing and replacing gear. 

Price . $8.00 


Rear Axle Attachment 

Designed for use on Weaver Hi- 
Speed Presses for removing and re¬ 
placing gears on Ford axles. 


Price, with Face Plate . $9.00 

Price, without Face Plate . 4-60 





Price, 32-inch Hi-Speed Press.$100.00 

Price, 42-inch Hi-Speed Press. 115.00 


T HE Weaver Hi-Speed Press com¬ 
bines the speed and accuracy of a 
rack and pinion press with the great 
power of an arbor press. 

For work up to 2,000 pounds the 
Hi-Speed leverage is preferable on ac¬ 
count of speed. When greater pressure 
(up to 28 tons) is required, the ratchet 
lever can be used without moving work. 

The adjustable bolster permits bulky 
work to be handled and allows work 


Truing Fixtures 

For truing and straightening drive 
shafts, axles and crankshafts from 
hearing surface. Price . $10.00 


Ford Transmission 
Reliner 

Price . $12.00 


The Ford Transmission Reliner is used to remove 
old lining by shearing off old rivets and for inserting 
and clinching split rivets in new lining. It is held 
in position on press bolster by a special bracket. 


Ford Transmission Reliner.$12.00 

Brake Reliner Bracket. 3.00 


always to be brought in direct contact 
with screw. Pressure is immediately 
released by one reverse stroke of hand 
wheel. Vertical movement of both lev¬ 
ers makes it unnecessary to bolt press 
to floor. 

Frame constructed of one solid piece 
of S-inch channel steel. Height, 72 
inches. Recommended capacity, 
28 tons. 


Puller Clamp 

For supporting gears, hall races, 
etc., while pressing them off shafts, 
without danger of injuring them. 


Price, 9-inch size . $5.50 

Price, 16-inch size . 9.50 
















































































Weaver Motor Service Press 


Cut No. 3 

The screw is used for heavy pressure work 
enabling pressure up to 5 tons to be exerted 


T HE Weaver Motor Service Press 
combines the features of a number 
of special tools for fitting connect¬ 
ing rod assemblies complete, relining 
Ford transmission bands, handling 
pressure work up to 10,000 pounds, etc. 
The price of this press is but a fraction 
of the cost of such tools if purchased 
separately. 

For Straightening JVork. For straight¬ 
ening crankshafts and other work re¬ 
quiring light pressure the rack and pin¬ 
ion lever is used, as shown in Cut No. 2. 
For straightening heavy pieces requir¬ 
ing up to 10,000 pounds pressure, the 
screw is used by inserting bar in the 
wheel as shown in Cut No. 3. 

Price, complete with all attachments illus¬ 
trated .$132.00 

If pedestal or base is not desired, deduct 18.00 


Cut No. 1 

The micrometer gauge can be mounted on 
the post on the top of the press to test 
diameter and roundness of pistons, etc. 


Cut No. 2 

Crankshafts can be straightened easily 
and accurately on the straightening fixture. 
Note post for dial gauge and adjustable 
knurled thumb screw which can be set to 
prevent overspringing shaft 


Relining Ford Transmission Bands on the Motor Service Press 
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Weaver Axle Stand, Model F 


T he new Weaver Model 
“F” Axle Stand is espe¬ 
cially designed to handle 
Ford axles. This stand will 
handle practically every re¬ 
pair operation on the axle 
and saves the time and labor 
of removing parts to the 
bench. Various repair oper¬ 
ations can be handled in the 
most convenient position on 
the stand, using the jaws as 
a vise to hold the part to be 
worked on. 

Note the support bar for 
radius rods, the movable 
tray and the oil pan which 
can be removed for empty¬ 
ing. Stand does not have to 
be bolted to floor and can be 
easily taken to the axle, instead of taking the axle 
to the stand. The “T” shape enables mechanic 
to get up close to his work. 


ht of supports adjustable. 


Can be moved io the job 


Weaver Towing Pole, Model D 


S PECIAL attention is called to the two jaw clamps and hooks 
which fasten into them, enabling the pole to be rigidly clamped 
to front or rear of any car and also forming effective universal 
joints which allow ample play in any direction when turning 
corners, towing over rough roads, etc. 


Heavy coil springs absorb sudden jerks and strains. 

Pole is of double-strength steel tubing in two sections, one 
telescoping within the other. Length adjustable from 5 feet 
6 inches to 8 feet. 

Price.$15.00 


The work can be easily and 
quickly adjusted to the most 
convenient 'position for 
the mechanic 


Axle shaft can be held firmly in small opening of 
jaw under bolt for removing bolts in ring gear and 
differential housing 
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T HE Weaver Auto Crane 
will handle burdens up to 
4,000 pounds, yet is light 
enough to be mounted on any 
service car. 

The boom is hinged at the 
bottom and adjustable to five 
different heights. By blocking 
the chain, height of boom can 
be adjusted while burden is 
suspended. The compound 
drive affords two distinct lev¬ 
erages, one for a speedy adjust¬ 
ment of the chains to the load, 
the other for maximum power 
in elevating the wreck. 

Large diameter of drum prevents 
excessive wear on chain or cable. Drum 
is mounted on roller bearings which 
greatly facilitate operation. Crank op¬ 
erated from either side. 26 feet best- 
grade chain regularly supplied; 40 feet 
steel cable supplied in place of chain 
on special order. 

Base measures 36 inches wide by 
29^ inches long. 

Price, $95.00 





Weaver Auto Crane 


SWIVEL HEAD . The wheel at the end 
of the boom is swiveled , permitting a direct 
pullfrom the side without the chain binding. 
This facilitates handling any wreck , while 
parallel to it without obstructing the road. 


Easy to countersink rivet 
into lining 


Weaver Ford Brake Service 
Machine 

T HIS machine supplies a simple and practical 
means for relining Ford transmission bands. 
The Ford reliner has two plungers, one for 
removing the old band by shearing off the 
old rivets, as shown in upper illustration on left, 
the other for clinching and countersinking split 
rivets in the new lining. After piercing the lin¬ 
ing, ends of rivet are curled back and counter¬ 
sunk by rivet set as shown. The pressure arm is 
operated by a lever and toggle which insures the 
countersinking of each rivet to the same depth. 
Ford Brake Service Machine, complete with base 


and Ford Reliner.$50.00 

Without base. 32.00 

Ford Transmission Reliner. 12.00 


Old lining can quickly be 
removed 


In order to avoid making this Manual too bulky, we 
have not attempted to give details regarding every item 
of each line. 

For further detailed information, ask your jobber’s 
salesman or write to 

WEAVER MFG. COMPANY 
Springfield, 111. 
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